Connection Systems

Cordsets, Mini Style QD

Specifications

Coupling Nut

Epoxy-Coated Zinc

. Connector

Molded oil-resistant PVC

=S Contacts

Gold-plated palladium/nickel

Cable

Oil-resistant yellow PVC jacket, 16AWG stranded copper, 600V, UL
recognized and CSA certified, STOOW-A

Cable 0.D.

3/c = 10mm (0.41in)

4-Pin Straight Mini Cordset

Features

e UL recognized and CSA certified

e Heavy duty STOOW-A 16AWG
cable

< Highly visible yellow PVC jacket
offers good oil and chemical
resistance

e One-piece molded body design

i
Product Selection

4fc = 11mm (0.42in)
5/c = 13mm (0.50in)
6/c = 14mm (0.54in)

Temperature | -20°C to +105°C (-4°F to +221°F)

Dimensions—mm (in)

55.8
2.2)
| X;X;X:X;X;X | T 45 7
AAAARAA 7 -
25.4 xixixixixix ® ﬁ ﬁ ﬁ (1 -8)
(1.00) Dia. || |[XAHH4A nog l
L] xxxxxxxxxxx | |
0.9.9.9.9.9.¢
Straight Female

Dimensions are approximate. lllustrations are not drawn to scale.

Right Angle Female

Female Connector
(Sensor End) Cable Catalog Number
Face View of Female Wire Color Wire Rating Length—m (ft) Straight Right Angle
1.8 (6) 889N-F3AFC-6F 889N-R3AFC-6F
1 Green 16AWG
2 Black 600V 37 (12) 889N-F3AFC-12F 889N-R3AFC-12F
3 White 13A
6.1 (20) 889N-F3AFC-20F 889N-R3AFC-20F
1 Black 1.8 (6) 889N-FAAF-6F 889N-R4AF-6F
g g'r‘(’:‘m 37 (12) 889N-F4AF-12F 889N-R4AF-12F
4 White 1233‘\’/‘5 6.1 (20) 889N-F4AF-20F 889N-R4AF-20F
1 Black 10A 1.8 (6) 889N-F4AFC-6F 889N-R4AFC-6F
g ‘F’{V;‘J‘e 37 (12) 889N-FAAFC-12F 889N-R4AFC-12F
4 Green 6.1 (20) 889N-F4AFC-20F 889N-R4AFC-20F
; g:ack 1.8 (6) 889N-F5AF-6F 889N-R5AF-6F
ue
3 Orange 3.7 (12) 889N-F5AF-12F 889N-R5AF-12F
4 Brown
5 White 6.1 (20) 889N-F5AF-20F 889N-R5AF-20F
; \"th(;te 1.8 (6) 889N-F5AFC-6F 889N-R5AFC-6F
e

3 Green 16AWG 3.7(12) 889N-F5AFC-12F 889N-R5AFC-12F
4 Orange 600V
5 Black 8A 6.1 (20) 889N-F5AFC-20F 889N-R5AFC-20F

1 Blue 4 White

20range 5 Brown 3.7(12) 889N-F6AFC-12F —

3 Red 6 Black

1 White 4 Orange 5 (16.4) 889N-F6AF-5 889N-R6AF-5

2 Red 5 Black

3Green  6Blue 10 (32.8) 889N-F6AF-10 —
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Connection Systems

Cordsets, Mini Style QD

4-Pin Straight Mini Cordset

Features

Specifications

Coupling Nut

Epoxy-Coated Zinc

Connector

Molded oil-resistant PVC

Contacts

Gold-plated palladium/nickel

Cable

Oil-resistant yellow PVC jacket, 18AWG stranded copper, 300V, UL
recognized and CSA certified

Cable 0.D.

4fc = 7.4mm (0.29in)
5/c = 7.4mm (0.29in)

Temperature

-20°C to +105°C (~4°F to +221°F)

Dimensions—mm (in)

e UL recognized and CSA certified
» General purpose 18AWG cable (525-2? >
= Highly visible yellow PVC jacket KRR '
offers good oil and chemical T |Eeeessiin ililily
resistance 25.4 XXX @ 06
. . (1.00) Dia. || |{XAAXKA ( :
« One-piece molded body design || KRGO | | iy (1.6)
= Ratcheting coupling nut for e l
vibration resistance
Straight Female
Right Angle Female
Dimensions are approximate. lllustrations are not drawn to scale.
i
Product Selection
Female Connector (Sensor End) Cable
Face View of Female Connector Style Wire Color Wire Rating Length—m (ft) Catalog Number
1.8 (6) 889N-F3AEA-6F
1 Green
Straight 2 Red/Black Tr 3.7(12 889N-F3AEA-12F
3 Red/White Tr
6.1 (20) 889N-F3AEA-20F
1.8 (6) 889N-F4AE-6F
Straight 37(12) 889N-F4AE-12F
1 Black
2 Blue 18AWG 6.1 (20) 889N-F4AE-20F
3 Brown 300V 1.8 (6) 889N-R4AE-6F
4 White
Right Angle ' 3A 3.7 (12) 889N-R4AE-12F
6.1 (20) 889N-R4AE-20F
1.8 (6) 889N-F5AE-6F
Straight 1 Black 3.7(12 889N-F5AE-12F
§ ‘é‘ue 6.1 (20) 889N-F5AE-20F
re
4 Brov¥m 1.8 (6) 889N-R5AE-6F
Right Angle 5 White 3.7 (12) 889N-R5AE-12F
6.1 (20) 889N-R5AE-20F

Allen-Bradley
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Connection Systems

Cordsets, Mini Style QD

)

Specifications

Coupling Nut | Epoxy-Coated Zinc
Connector | Molded oil-resistant PVC
Contacts | Gold-plated palladium/nickel

Cable | Oil-resistant yellow PVC jacket, 18AWG stranded copper, 300V,
UL recognized and CSA certified

Cable 0.D. | 4/c = 7.4mm (0.29in)
Temperature | -20°C to +105°C (-4°F to +221°F)

3-Pin llluminated Mini Cordset Dimensions—mm (| n)

Features

e Long-life neon lamp indicates power
and output

e UL recognized and CSA certified

< Highly visible yellow PVC jacket
offers good oil and chemical
resistance

e One-piece molded body design

Pins Conductors
Right Angle Female
" 2 Red/White P
8- Dimensions are approximate. lllustrations are not drawn to scale.
L2
2% Load
Red/Black
* Gnd
12 Gm "
i
Product Selection
Female Connector (Sensor End) Cable
Face View of Female Connector Style Wire Color Wire Rating Length—m (ft) Catalog Number
1.8 (6) 889N-L3AFA-6F
1 Green
) 18AWG
Right Angle 2 Red/Black Tr. - -
llluminated 3 Red/White Tr. 120V 87(12) 889N-L3AFA-12F
Red oA
6.1 (20) 889N-L3AFA-20F

3-10 Allen-Bradley



Connection Systems

Cordsets,

Mini Style QD

4-Pin Straight Mini Cordset

Features

e UL recognized and CSA certified

« Coil provides retractable cable for
moving applications

< Highly visible yellow PVC jacket
offers good oil and chemical
resistance

e One-piece molded body design

i
Product Selection

Specifications

Coupling Nut | Epoxy-Coated Zinc

Connector | Molded oil-resistant PVC

Contacts | Gold-plated palladium/nickel

Cable | Oil-resistant yellow PVC jacket, 20AWG stranded copper, 300V, UL

recognized and CSA certified

Cable 0.D. | 7.1mm (0.28in)

Temperature | -20°C to +105°C (-4°F to +221°F)

Dimensions—mm (in)

25 (1.0)
Ref

Coupling Nut

Straight Female

165
(6.5) Ref

Coil 0.D.
1.0-0.75 Dia.

(4.5) Ref

305 (12)
51 (2) Retracted Ref >

| 1500 (59)

| 76 (3) Extended Ref

Dimensions are approximate. lllustrations are not drawn to scale.

Female Connector (Sensor End) Cable
Face View of Female Connector Style Wire Color Wire Rating Length—m (ft) Catalog Number
; gl'a"k 20AWG
Straight 3B ue 300V 1.5 (5) 889N-F4AD-C5F
rown 5A
4 White

Allen-Bradley
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Connection Systems

Cordsets, Mini Style Male QD

Specifications
\'\ Coupling Nut | Epoxy-Coated Zinc
Connector | Molded oil-resistant PVC
Contacts | Gold-plated palladium/nickel

Cable | Oil-resistant yellow PVC jacket, 16AWG stranded copper, 600V, UL
recognized and CSA certified, STOOW-A

Cable 0.D. | 3/c=10mm (0.41in)
4fc = 11mm (0.42in)

Temperature | -20°C to +105°C (-4°F to +221°F)

3-Pin Straight Mini Male Cordset
Dimensions—mm (in)

Features >
e UL recognized and CSA certified |
e Heavy duty STOOW-A 16AWG
cable 25.4
i o _ (1.0) Dia.
< Highly visible yellow PVC jacket ¥
offers good oil and chemical )
resistance Straight Male
= One-piece molded body design Dimensions are approximate. lllustrations are not drawn to scale.
e Male connector mates with mini
distribution boxes
i
Product Selection
Female Connector (Sensor End) Cable Male Connector
Connector Length
# of Poles Style Wire Color | Wire Rating | m(ft) | Face View of Male | Connector Style Catalog Number
1.8 (6) 889N-U3AF-6F
Cable 1 Green 16AWG
3-conductor 2 Red/Black Tr 600V 3.7(12 889N-U3AF-12F
-conducto 3 Red/White Tr 13A
6.1 (20) 889N-U3AF-20F
None Straight
1 Black oG 1.8 (6) 889N-U4AF-6F
Cable 2 White 600V 37(12) L 889N-U4AF-12F
4-conductor 3 Red 10A e ©
4 Green 6.1 (20) 889N-U4AF-20F

3-12 Allen-Bradley



Connection Systems

Patchcords, Mini Style

Mini Male to Mini Female

o

Mini Male to Mini Female

Features

Highly visible yellow PVC jacket
offers good oil and chemical
resistance

Heavy duty STOOW 16AWG cable
Ratcheting coupling nut for vibration
resistance

For use with mini style distribution
boxes

UL recognized and CSA certified

Allen-Bradley

Specifications

Coupling Nut | Epoxy-Coated Zinc
Connector | Molded oil-resistant PVC
Contacts | Gold-plated palladium/nickel
Cable | Oil-resistant yellow PVC jacket, 16AWG conductors, 600V, UL recognized
and CSA certified
Cable 0.D. | 3/c=10mm (0.41in)

4fc = 11mm (0.42in)
5/c = 13mm (0.50in)
6/c = 14mm (0.54in)

Enclosure Rating

IP67, NEMA 6P

Temperature

-20°C to +105°C (~4°F to +221°F)

Dimensions—mm (in)

Specified Length
il ;
@ 3 ? 254
|:| |:| (1.0) Dia.
Y
Specified Length _T_
ﬂ ﬂ 29.0
@ nn 3 4 &) ®)
41.0
< (4199(; ‘| I‘_ (1.6)
Female Male
Dimensions are approximate. lllustrations are not drawn to scale.
3-13



Connection Systems

Patchcords, Mini Style

Mini Male to Mini Female

Product Selection—Mini to Mini Patchcords

Female Connector (Sensor End) Cable Male Connector (I/O End)
Length
Face View of Female | Connector Style | Wire Rating m (ft) Face View of Male Connector Style Catalog Number
0.9 (3) 889N-F3AFNU-3F
1.8 (6) 889N-F3AFNU-6F
Straight
3.7(12) 889N-F3AFNU-12F
6.1 (20) staioh 889N-F3AFNU-20F
traight
09 3) e 889N-R3AFNU-3F
1.8 (6) 889N-R3AFNU-6F
Right Angle
3.7(12) 889N-R3AFNU-12F
122363 6.1 (20) 889N-R3AFNU-20F
13A 0.9 (3) 889N-F3AFNV-3F
1.8 (6) 889N-F3AFNV-6F
Straight
3.7(12) 889N-F3AFNV-12F
6.1 (20) — 889N-F3AFNV-20F
ight
09 3) gt Angle 889N-R3AFNV-3F
1.8 (6) 889N-R3AFNV-6F
Right Angle
3.7(12) 889N-R3AFNV-12F
6.1 (20) 889N-R3AFNV-20F
0.9 (3) 889N-F4AFNU-3F
1.8 (6) 889N-F4AFNU-6F
Straight
3.7 (12) 889N-FAAFNU-12F
6.1 (20) staioh 889N-FAAFNU-20F
traight
09 (3) e 889N-R4AFNU-3F
1.8 (6) 889N-R4AFNU-6F
Right Angle
3.7(12) 889N-R4AFNU-12F
16AWG - -
vy 6.1 (20) 0 o 889N-R4AFNU-20F
10A 0.9 (3) e © 889N-FAAFNV-3F
1.8 (6) 889N-FAAFNV-6F
Straight
3.7(12) 889N-F4AFNV-12F
6.1 (20) — 889N-F4AFNV-20F
ight
09 (3) gLAngee 889N-R4AFNV-3F
1.8 (6) 889N-R4AFNV-6F
Right Angle
3.7(12) 889N-R4AFNV-12F
6.1 (20) 889N-R4AFNV-20F
0.9 (3) 889N-F5AFNU-3F
1.8 (6) 889N-F5AFNU-6F
3.7(12) 889N-F5AFNU-12F
16ANG 6.1 (20) 889N-F5AFNU-20F
Straight 600V 1(3.3) Straight 889N-F6AFNU-1
8A 2 (65) 889N-FAFNU-2
3(9.8) Z 6 G; 889N-F6AFNU-3
5 (16.4) 3) 889N-F6AFNU-5
10 (32.8) 889N-F6AFNU-10

Thread adaptor to couple standard internally threaded ends.

889A-NADPT

3-14

Allen-Bradley



Connection Systems

Cordsets & Patchcords, Mini-Plus Style

16 AWG or 18 AWG

Mini-Plus Style

8-Pin Mini-Plus Cordset

8-Pin Mini-Plus Straight to Straight
Patchcord

Features

e Heavy duty STOOW 16 AWG
cable

e Highly visible yellow PVC jacket

offers good oil and chemical
resistance

e One-piece molded body design

Dimensions—mm (in)

28.4
(1.12) Dia.

~—— 558(22) — >

Specifications

Certifications

UL recognized and CSA certified

Mechanical

Coupling Nut

Anodized Aluminum with clear sealant, 16 AWG
Epoxy-coated zinc, 18 AWG

Material

Molded oil-resistant PVC

Contacts

Gold-plated machined brass

Cable

Oil-resistant yellow PVC jacket, 16AWG stranded copper,
600V; UL recognized and CSA certified, STOOW

Bend Radius

10x diameter

Cable Diameter

7/c = 14mm (0.55in)
8/c = 15mm (0.59in)

Electrical

Cable Rating

16 AWG: UL STOOW 105C 600V, CSA ST 105C FT2
18 AWG: UL AWM style 2517 or 2661 105C 300V, CSA
AWM A/B I/11 105C 300V FT1

Assembly Rating

16 AWG: 600V, 7 A; 18 AWG: 300V, 3 A

Environmental

Enclosure Type Rating

NEMA 4, 6P, 12, 13; IP 67; 1200 psi washdown

Operating Temperature—C (F)

—40...+105° (—40...+221°)

K

Nili
@

Straight Female

Dimensions are approximate. lllustrations are not drawn to scale.

Example of Cordset

3-34

e 558(22)

1

28.4
(1.12) Dia.

illi

1 ®

Straight Male

Example of Patchcord

Mating Components &
Accessories

Description Cat. No. Page
Coupling
Adaptor 889A-N2ADPT | 3-144

Allen-Bradley



Connection Systems

Cordsets & Patchcords, Mini-Plus Style

16 AWG or 18 AWG

Pinout and Color Code

Face View Pinout
7-Pin 8-Pin
(6 1) O 06 (6] o (1) (1] A (6]
0 0 06 (2 7] (5] o (2] (2} o (5]
(A N(3) ® 0 (40N(3) e 0
Color
Code Female Male Female Male
1 White/Black Tr 5 Orange 1 Orange 5 White
A 2 Black 6 Blue 2 Blue 6 Red
3 White 7 Green 3 White/Black Tr 7 Green
4 Red 4 Black 8 Red/Black Tr
1 Black 5 Grey @ 1Red 5 Grey
B 2 White 6 Yellow @ 2 Whtie 6 Yellow
3 Blue 7 Green 3 Blue 7 Green
4 Brown 4 Brown 8 Pink
@ 20 AWG conductors
Product Selection
Cordsets [EHol =
Cat. No.
Pin Count Assembly Rating Color Code Straight Female Straight Male
16 AWG
600V A 889N-F7AF—* 889IN-U7AF—
7A
7-Pin
(5) 18 AWG/(2) 20 AWG
300V B 889N-F7AG—* —
3A
16 AWG
600V A 889N-F8AF—* 889N-UBAF-—
I 7A
8-Pin
18 AWG
300V B 889N-F8AE—* —
3A
Patchcords [EHel—(ieHf
Cat. No.
Pin Count Assembly Rating Color Code Straight Female Straight Male
7-Pin 16 AWG, 889N-F7AFNU-§
- 600V A
8-Pin 7A 889N-F8AFNU-§

* Replace symbol with 2 (2 m (6.5 ft)), 5 (5 m (16.4 ft)), or 10 (10 m (32.8 ft)) for standard cable lengths.
§ Replace symbol with 1 (1m (3.3ft), 2 (2 m (6.5 ft)), 3 (3m (9.8ft)), 5 (5 m (16.4 ft)) or 10 (10 m (32.8 ft)) for standard cable lengths.

Allen-Bradley
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Connection Systems

Cordsets & Patchcords, Mini-Plus Style
16 AWG or 18/22 AWG

Specifications

Mini-Plus Style

Certifications

UL recognized and CSA certified

Anodized Aluminum with clear sealant

Molded oil-resistant PVC

Gold-plated machined brass

Oil-resistant yellow PVC jacket, 16 AWG stranded copper,
600V; UL recognized and CSA certified, STOOW

10x diameter

16 AWG 9/c = 17 mm (0.67 in)
16 AWG 10/c = 17 mm (0.67 in)
16 AWG 12/c = 18 mm (0.71 in)
18/22 AWG 12/c = 9 mm (0.36 in)

Mechanical
Coupling Nut
Material
Contacts
Cable
10-Pin Mini-Plus Cordset
Bend Radius
Features Cable Diameter
e Heavy duty STOOW 16 AWG
cable
Electrical

< Highly visible yellow PVC jacket

offers good oil and chemical Cable Rating

resistance

16 AWG: UL STOOW 105C 600V, CSA ST 105C FT2
18/22 AWG: UL AWM style 2661 VW-1 105C 300V, CSA
AWM A/B I/1l 105C 300V FT4

e One-piece molded body design Assembly Rating

16 AWG: 600V, 7 A; 18/22 AWG: 300V, 3 A

Environmental

Enclosure Type Rating

NEMA 4, 6P, 12, 13; IP 67; 1200 psi washdown

Operating Temperature—C (F)

—40...+105° (—40...+221°)

Dimensions—mm (in)

Specified Length

16 AWG
Straight
Internal Thread

16 AWG
Right Angle
Internal Thread

Dimensions are approximate. lllustrations are not drawn to scale.

Example of Cordset

3-36

66.5

50.8 (2.6
(2.0)
3t Bi : 55.2
1.25) Dia S @2
TL— Specified Length
18 AWG 18 AWG
Straight Right Angle

Internal Thread Internal Thread

Example of Patchcord

Mating Components &
Accessories

Description Cat. No. Page
Coupling
Adaptor 889A-N3ADPT | 3-144

Allen-Bradley



Connection Systems

Cordsets & Patchcords, Mini-Plus Style
16 AWG or 18/22 AWG

Pinout and Color Code

Face View Pinout
9-Pin 10-Pin 12-Pin
(1] o (8]
Onp @9
© ® o
(A N5)
Color
Code Female Male Female Male Female Male
1 Orange 6 Red 1 Orange 6 Orange/Black Tr 1 Orange 7 Blue/Black Tr
2 Blue 7 Green 2 Blue 7 Red 2 Blue 8 Black/White Tr
A 3 Red/Black Tr 8 White/Black Tr 3 White/Black Tr 8 Green 3 WhiteBlack Tr 9 Green
4 Green/Black Tr 9 Black 4 Red/Black Tr 9 Black 4 Red/Black Tr 10 Red
5 White 5 Green/Black Tr 10 White 5 Green/Black Tr 11 White
6 Orange/Black Tr 12 Black
1 White 7 Black
2 Green 8 Violet
B o - 3 Yellow 9 Green/Yellow @
4 Grey 10 Orange
5 Rose 11 Blue @
6 Red 12 Brown @
@ 18 AWG conductors
Product Selection
Cordsets ] —=
Cat. No.

Pin Count Assembly Rating Color Code Straight Female Straight Male
9-Pin 16 AWG, 600V, 7 A 889N-F9AF—* 889N-U9AF-—
10-Pin 16 AWG, 600V, 7 A A 889N-F10AF—* 889N-U10AF—=*

16 AWG, 600V, 7 A 889N-F12AF—* 889N-U12AF—=*
12-Pin (3) 18 AWG/(9) 22 AWG, .
300V, 3 A B 889N-F12AC— —
Patchcords [-[7——LCT-B
Cat. No.

Straight Female

Straight Female

Pin Count Assembly Rating Straight Male Right Angle Male
9-Pin 16 AWG, 600V, 7 A 889N-FOAFNU—t =
10-Pin 16 AWG, 600V, 7 A 889N-F10AFNU-£ 889N-F10AFNV—
10-Pin (3) 18 AWG/(9) 22 AWG, 300V, 3 A 889N-F10ACNU-# 889N-F10ACNV—
12-Pin 16 AWG, 600V, 7 A 889N-F12AFNU-£ 889N-F12AFNV—
12-Pin (3) 18 AWG/(9) 22 AWG, 300V, 3 A 889N-F12ACNU-+ 889N-F12ACNV—

Thread adaptor to couple standard internally threaded ends.

889A—-N3ADPT

889A—-N3ADPT

* Replace symbol with 2 (2 m (6.5 ft)), 5 (5 m (16.4 ft)), or 10 (10 m (32.8 ft)) for standard cable lengths.
¥ Replace symbol with 1 (1 m), 2 (2 m), 3 (3 m), 5 (5 m), or 10 (10 m) for standard cable lengths.

Allen-Bradley
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Connection Systems

Cordsets and Patchcords, DC Micro Style
22 AWG, Yellow PVC Shielded

Pinout and Color Code

Face View Pinout
4-Pin 5-Pin
2 s 2
ol
4 N
| — Py ) (( o= —|
_/:—/ 3 3 \’
Color 4 4
Code Female Male
1 Brown 4 Black 1 Brown 4 Black
A 2 White 5NA 2 White 5 Grey
3 Blue 3 Blue
1 Brown 4 Black
B 2 White 5 Drain Wire —
3 Blue

Product Selection

Cordsets Mo W =

Cat. No.
Color Wire
Pin Count Code Shield Gauge Straight Female Right Angle Female Straight Male Right Angle Male
A Bsrﬁ;gﬁjd 889D—F4EC—* 889D—R4EC— 889D—M4EC—* 889D—E4EC—*
4-Pin A 889D—F4FC—* 889D—R4FC—* 889D—M4FC—* 889D—E4FC—*
Foil Shield | 22 AWG
B 889D—F5FC—J* 889D—R5FC—J* 889D—M5FC—J* 889D—E5FC—J*
5-Pin A Bsrﬁ;gﬁjd 889D—F5EC—* 889D—R5EC—* 889D—M5EC—* 889D—E5EC—*
Patchcords
Cat. No.
Color Wire Straight Female Straight Female Right Angle Female | Right Angle Female
Pin Count Code Shield Gauge Straight Male Right Angle Male Straight Male Right Angle Male
A Bsrﬁ;gﬁjd 889D—F4ECDM— 889D—F4ECDE-t 889D-R4ECDM-+ | 889D-RAECDE-+
4-Pin A 889D—F4FCDM—t 889D—F4FCDE—$ 889D—R4FCDM—+ 889D—R4FCDE—f
Foil Shield | 22 AWG
B 889D-F5FCDM-Jt | 889D-FSFCDE-Ji | 889D-R5FCDM-Jt | 889D-R5FCDE-Ji
5-Pin A Bsrﬁ;gﬁjd 889D-F5ECDM—¢ 889D—FSECDE-t 889D-R5ECDM-+ | 889D-RSECDE-t

* Replace symbol with 2 (2 m), 5 (5 m) or 10 (10 m) for standard cable lengths.
¥ Replace symbol with OM3 (1 ft), 1 (1 m), 2 (2 m), 5 (5 m) or 10 (10 m) for standard lengths.

Note: Stainless steel connectors may be ordered by adding an “S” to the bulletin number (e.g. 889DS-FAEC-*).

Allen-Bradley
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Connection Systems

Cordsets and Patchcords, DC Micro Style
18 AWG & 22 AWG, PUR, TPE, or TPR

e PUR jacket provides good oil and

Specifications

DC Micro Style

Certifications

UL recognized and CSA certified

Mechanical

Coupling Nut

Epoxy-Coated Zinc

Material

Molded oil-resistant PUR

Contacts

Gold over nickel-plated brass

Cable

PUR or TPE jacket, 18 & 22 AWG or 24 AWG conductors,
300V; UL recognized and CSA certified

Bend Radius

10x diameter

Cable Diameter

4-Pin DC Micro Cordset

Features

4/c (PUR): 5 mm (0.21 in)

4/c (18 AWG TPE): 7 mm (0.28 in)
4/c (22 AWG TPE): 4.9 mm (0.19 in)
5/c: 6.5 mm (0.25 in)

7/c: 7.4 mm (0.29 in)

8/c: 7.4 mm (0.29 in)

Electrical

chemical resistance

TPE jacket material for good oll,
chemical, and weld slag resistance
8-pin/7-wire configuration for Sipha
safety switches and other

Cable Rating

4 & 5/c (PUR): UL AWM style 20866 VW-1 80C 300V, CSA
AWM A/B /11 80C 300V FT1, UV oil and water resistant

8/c (PUR): UL AWM style 20866 90C 300V, CSA Il A 90C
300V

TPE: UL AWM style 20327 VW-1 105C 300V, CSA AWM
A/B /11 105C 300V FT1, UV oil and water resistant

applications
Assembly Rating

4- or 5-pin: 250V, 4 A; 8-pin: 300V AC/36V DC, 1.5 A

Ratcheting coupling nuts for

vibration resistance Environmental

Enclosure Type Rating

IP 67, NEMA 6P, 1200 psi (8270 kPa) washdown

Operating Temperature—C (F)

PUR models: —20...+80° (—4...+176°)

TPE models: —20...+105° (—4...+221°)
TPR models: —25...+125° (-13...+256°)

Dimensions—mm (in)

Straight Female

Straight Male

Right Angle Female

Dimensions are approximate. lllustrations are not drawn to scale.

Example of Cordset
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Connection Systems

Cordsets and Patchcords, DC Micro Style
18 AWG & 22 AWG, PUR, TPE, or TPR

Pinout and Color Code

Face View Pinout
4-Pin ‘ 5-Pin 8-Pin
2 s 2 2 3
5
f\o“ 15 =8 ~
I —»QS)) (( ( o —| (( 4\\—4 4
\, &Y o
/L/ 303 \f _/(\/\ 5
c 4 4 6
olor
Code Female Male Female
1 Brown 4 Black 1 Brown 4 Black % gﬁi g\?\}ﬁﬁz
A 2 White 5NA 2 White 5 Grey 3 Green 7N.C
3 Blue 3 Blue e
4 Yellow 8 Grey
1 White 5 Grey
B - - 2 Brown 6 Pink
3 Green 7 Blue
4 Yellow 8 Red
Product Selection
Cordsets (el Hl— =
Cat. No.
Cable Assembly Color
Pin Count Type Rating Code Straight Female Right Angle Female Straight Male Right Angle Male
18 AWG, . . . .
TPE 250V, 4 A A 889D-F4HJ- 889D-R4HJ- 889D-M4HJ- 889D-E4HJ-
4-Pin A 889D—F4HL—* 889D—RAHL— 889D—M4HL—~ 889D—E4HL—~
22 AWG, A 889D—F4UC— 889D-R4UC—* 889D-MA4UC—> 889D—EAUC—*
PUR 250V, 4 A
5-Pin A 889D-F5UC—+ 889D-R5UC—+ 889D-M5UC—* 889D-E5UC—
TPR 24 AWG A 889D-F8AC—* — — —
w0
PUR 15A B 889D-F8AB—* 889D-R8AB—* 889D-MB8AB—* —
Patchcords
Cat. No.
Assembly Straight Female Straight Female Right Angle Female | Right Angle Female
Pin Count Cable Type Rating Straight Male Right Angle Male Straight Male Right—-Angle Male
18 AWG,
250V 4 A 889D-F4HIDM—f 889D-F4HJDE- 889D-R4HJIDM—f 889D-R4HJDE-
TPE ’
4-Pin 889D-F4HLDM—¥ 889D-F4HLDE—f 889D-R4HLDM-% 889D-RAHLDE—f
22520'$\/V\£16A 889D-F4UCDM-% 889D-F4UCDE— 889D-R4UCDM-t 889D-R4UCDE—
5-Pin 889D-F5UCDM- 889D-F5UCDE— 889D-R5UCDM-t 889D-R5UCDE—
PUR 24 AWG
. 300V AC/
8-Pin 36V DG 889D-F8ABDM-t = — ==
15A

* Replace symbol with 2 (2 m), 5 (5 m), or 10 (10 m) for standard cable lengths.
¥ Replace symbol with OM3 (1 ft), 1 (1 m), 2 (2 m), 5 (5 m) or 10 (10 m) for standard lengths.

Note: Stainless steel connectors may be ordered by adding an “S” to the bulletin number (e.g. 889DS-F4HJ—*)

Allen-Bradley
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Connection Systems

Cordsets and Patchcords, DC Micro Style
18 and 22 AWG, ToughLink ™ or ToughWeld ™

DC Micro Style

4-Pin DC Micro Cordset

Features

* Ratcheting coupling nut for
vibrating resistance

e ToughLink TPE yellow jacket offers
excellent oil and chemical
resistance

e ToughWeld CPE yellow jacket
provides excellent resistance to
weld slag

e Heavy duty construction for rugged
environments

Dimensions—mm (in)

Straight Female

Specifications

Certifications

UL recognized and CSA certified

Mechanical

Coupling Nut

Epoxy-coated zinc

Material

Molded oil-resistant santoprene body

Contacts

Gold over nickel-plated brass

Cable

Allen-Bradley ToughLink TPE or ToughWeld CPE yellow
jacket, 18 AWG or 22 AWG conductors, 300V; UL
recognized and CSA certified

Bend Radius

10x diameter

Cable Diameter

ToughLink: 8 mm (0.32 in); ToughWeld: 9 mm (0.35 in)

Electrical

Cable Rating

ToughLink: UL AWM style 20328 600V VW-1 105C to —-50C
water resistant, CSA AWM I/l A/B 105C 600V FT2
ToughWeld: UL —-50C SJOOW 90C dry and 60C water
resistant, CSA -50C SJOOW 90C FT1

Assembly Rating

250V, 3 A

Environmental

Enclosure Type Rating

IP 67, NEMA 6P, 1200 psi (8270 kPa) washdown

Operating Temperature—C (F)

ToughLink: —40...+105° (—40...+221°)
ToughWeld: —20...90° (—4...+194°)

Right Angle Female

Dimensions are approximate. lllustrations are not drawn to scale.

Example of Cordset
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Straight Male
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