


An arc flash is the result of an arc fault that superheats 
the air around it, expanding and creating a pressure 
wave within an electrical enclosure. This arc plasma 
vaporizes everything it comes in contact with, such 
as copper, insulating materials, bolts and the steel 
enclosure. This massive heat and energy can inflict 
serious injuries, including severe burns from the burning 
and vaporized materials, damaged hearing from the 
sound waves, and impaired eyesight from the high-
intensity flash.

In fact, arc flashes are responsible for about 80 percent of all electrical-related injuries. In North 
America, five to 10 arc-flash events occur each day. One of the characteristics that makes an arc 
flash such a dangerous event is the extreme temperatures involved, which in some cases can reach 
35,000 degrees Fahrenheit – almost four times the surface temperature of the sun. Moreover, the 
pressure wave from the blast is equivalent to that of a hand grenade. 

The causes of arc flash are usually accidental. In industrial settings, many things could compromise 
the air space that acts as insulation to prevent electrical energy from igniting an electrical arc. 
The cause of the arc flash could be as simple as a rodent, snake or water accidentally entering the 
electrical equipment, or it could be human error, such as an employee accidentally leaving a tool 
inside the enclosure or forgetting to tighten a connection.

Intensifying the Focus
Historically, electric codes and safety standards did not directly address arc-flash hazards; they only 
addressed protection from fire, electrocution and shock hazard. Standards like NFPA 70E–Electrical 
Standard for Safety in the Workplace are putting more focus on arc-flash risks and helping to reduce 
the associated hazards in North America. 

In 2004, numerous additions were made to NFPA 70E, including definitions and formulas to calculate 
arc flash, shock hazard boundaries, and default tables for arc-flash incident energy levels. The 
revisions also outlined personal protective equipment (PPE) requirements for specific tasks and 
mandates for electrical safety programs, energized work permits, safe work practices and training. 

As codes and standards continue to evolve to raise the awareness of arc-flash hazards, users are 
looking for leading-edge products capable of delivering higher levels of safety. Fulfilling that need 
in many applications are arc-resistant motor control centers (MCCs) and intelligent control systems, 
which offer improved safety features along with remote operation and monitoring capabilities. 

While prevention is a key part of the solution, sometimes an arc-flash explosion occurs regardless  
of best intentions. This is where advanced MCC technology can play a vital role. 
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One of the newest features in  
MCC technology is the use of  
built-in networking and  
pre-configured software.
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Framework an Effective Design 
An arc-resistant MCC is designed to contain the arc energy and direct it away from personnel.  
Arc-resistant equipment is designed to control arc-flash exposure by extinguishing the arc, 
controlling the spread of the arc or channeling the arc pressure wave away from personnel.  
Some designs include remote-monitoring and control capabilities designed to minimize the 
amount of time personnel are near the equipment, helping to further reduce the safety risk. 

An arc-resistant MCC is designed and built to contain and redirect the arc energy away from 
personnel and capable of providing Type 2 accessibility. Core features should include:

Structural integrity through a solid, robust design •	
Two side sheets on every section•	
Well-isolated horizontal bus and vertical bus insulated in a non-conductive labyrinth support•	
Automatic vertical bus shutters•	
Unit isolation•	
Dedicated unit ground stab and vertical ground bus•	

Rugged structural design and a well supported, isolated and 
insulated bus system are critical for an MCC to withstand the 
effects of an arc flash event.  Two side sheets on every section 
and a robust bus support design contribute significantly to 
the ability of the equipment to contain and redirect the arc 
flash energy. 

To help isolate and protect users from potentially hazardous 
voltages, the MCC should employ a solid grounding system, 

along with a well-isolated and insulated horizontal bus and vertical bus. For added safety, spaces 
which accommodate plug-in units should also include automatic shutters that immediately 
isolate stab openings when units are removed. Selecting an MCC that uses smaller bus and main 
disconnect sizes (maximum 1,200 ampere bus) also helps reduce the amount of arc fault incident 
energy in an application.

The ability of the MCC to provide Type 2 accessibility – as defined within IEEE standard C37.20.7-2007 – 
is another important consideration. Type 2 accessibility helps shield personnel on the front, rear and 
sides of the enclosure from the effects of an internal arcing fault. 

Additional options, such as blown-fuse indicators, exterior windows on unit doors, infrared 
inspection ports and finger-safe component barriers, help provide further protection and reduce 
the risk of personnel making contact with energized components.

One of the newest features in MCC technology is the use of built-in networking and pre-configured 
software. By including a built-in industrial network, based on an open protocol like DeviceNet, 
along with MCC monitoring and configuration software, users can remotely monitor, configure and 
troubleshoot the MCC, minimizing the need for personnel to enter into an arc-flash boundary zone. 



Clearing the Confusion
In considering an arc-resistant MCC, it’s important that users understand the performance criteria 
that must be met before the MCC can be classified as an arc-resistant design. “Arc-resistant,” as 
it applies to electrical equipment like low voltage MCCs, is a recognized industry term defined 
by IEEE C37.20.7-2007. The standard defines the test requirements that must be met and the 
expected performance the equipment must deliver in the event of an arc flash. 

In many cases, “commercial grade” MCCs simply cannot withstand the effects of internal 
arcing faults for the tests prescribed in the IEEE standard. Instead of achieving the advanced 
level of protection being sought, many users instead are relegating their strategy (perhaps 
unknowingly) to one based solely on preventive measures. This limited approach may not fully 
address arc-flash dangers and may only protect a small scope of users.

By not implementing a true arc-resistant MCC design, users may be failing to address the 
possibility that an arc flash could occur in any unit, not just the unit that is being worked on. It 
disregards the safety of non-electrically qualified personnel who may be in the vicinity of the 
MCC and know nothing of the potential hazards of electrical equipment. In other words, no 
matter how much prevention is practiced, a chance remains that an arc fault could occur in 
equipment during normal operation. 

A fundamental approach to arc-flash safety must include all personnel, electrically qualified and 
non-qualified. Arc faults can occur during normal operation without a specific human action 
and affect someone simply “minding their own business,” such as walking by the equipment or 
sweeping the floor in the equipment room.

Sticking to the Standards
Another area of confusion centers on the claim that keeping the doors of an MCC closed  
during insertion and removal of power stabs provides a lower risk, and therefore allows  
users to adhere to a reduced level of required PPE. The reality is no 
industry standard allows users to reduce the risk category of an MCC 
application just because the door is closed. 

According to NFPA 70E, PPE levels are to be determined by either using 
the “default” hazard/risk category tables or by calculating the expected 
arc-flash incident energy using one of the methods described in the 
standard. Furthermore, for the closed-door activities described in the 
default tables, the hazard/risk category assumes that no abnormal 
condition (like an arc fault) will occur or, that if it does, the unit door will 
remain closed. This is a potentially fatal assumption if the equipment is 
not rated as arc resistant.

Even if reducing the risk category by keeping the door closed were 
allowed, the real question is: Will the door stay closed in the event  
of a fault in the unit? The reality is that during an internal arcing fault, 
non-arc-resistant equipment doors of non-arc resistant equipment  
may come open, even if they were properly closed and latched per  
the manufacturer’s specifications. This would increase personnel 
exposure to the effects of the arcing fault, perhaps even exceeding  
the capabilities of the PPE selected based on the default tables.
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Bottom Line:
Any person intending 
to open the door to 
work on the unit needs 
a level of PPE based on 
NFPA 70E guidelines 
for working on an 
energized unit, but 
when working on an 
MCC, the person is also 
exposed to the adjacent 
units. If the MCC is 
designed and tested in 
accordance with IEEE 
C37.20.7-2007 it is more 
likely that the MCC 
doors will remain closed 
during an internal 
arcing fault. Otherwise, 
the worker is exposed to 
increased risk for bodily 
harm if an arc fault 
occurs in the MCC.
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Diligence Pays Off
End users and employers are responsible for performing arc-flash hazard analyses. The 
analysis defines potential arc incident energy levels adjacent to particular electrical 
equipment and yields the required level of PPE needed when working near energized 
electrical equipment.

Ultimately, the best prevention against exposure to an arc flash is an in-house safety program 
that complies with the NFPA 70E standard. Beyond that, the most important advice is “shut  
it off.” 

Because of high-production volumes and the use of multiple and differing automation 
systems in a single plant, identifying and significantly reducing potential hazards can be a 
complex task. This means end users and employers must be diligent in their training practices 
and highly selective in their technology choices to increase workplace safety. 

It is up to users and employers to take the initiative to include in-depth safety programs  
and invest in current equipment designs to provide an improved level of safety for employees 
that also helps reduce the often substantial financial costs associated with electrical incidents. 
The good news is that advances in control technology make it easier with an expanded array 
of solutions designed to help deliver improved safety, increased productivity and greater  
cost-savings. 
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Guidelines for reducing the risk of arc flash
• Perform arc-flash hazard analysis on all electrical equipment  
• Label all electrical equipment for arc-flash hazards  
• Install arc-resistant equipment   
• Employ remote monitoring/operation  
• Conduct ongoing safety training  
• Ensure workers are appropriately protected with suitable PPE 
• Implement equipment maintenance program  
• Perform lock out/tag out to work on equipment 
• Test voltage on each conductor for verification before working on equipment 




