
CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION

Certificate No.: 2020122309111301

THIS IS TO CERTIFY THAT THE ABOVE-MENTIONED PRODUCT COMPLIES WITH THE REQUIREMENTS OF

IMPLEMENTATION RULE FOR CHINA COMPULSORY CERTIFICATION (CNCA-C23-01：2024).

DATE OF ISSUE: 2025-04-16 DATE OF VALIDITY: 2030-04-15

THE INFORMATION AND VALIDITY OF THIS CERTIFICATE MAY BE VERIFIED BY THE QR CODE AND

THE WEBSITE OF ISSUER AND CNCA (WWW.CNCA.GOV.CN).

THIS CERTIFICATE HAS BEEN UP-ISSUED. THE DATE OF INITIAL ISSUE IS 2020-07-02.

$印章$

THE APPLICANT

Rockwell Automation, Inc.

1201 South Second Street, Milwaukee, WI 53204, USA

THE MANUFACTURER

Rockwell Automation, Inc.

1201 South Second Street, Milwaukee, WI 53204, USA

THE FACTORY

Rockwell Automation Asia Pacific Business Center Pte. Ltd

No. 2 Corporation Road, Corporation Place, #06-05/10

PRODUCT AND MODEL(S)

PLC

Type: 5069 Series， See appendix

Ex Marking: Ex ec IIC T4 Gc

Electrical parameters: See appendix

STANDARDS AND TECHNICAL REQUIREMENTS



CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION

Certificate No.: 2020122309111301

ANNEX: Page 1 of 1

THIS ANNEX SHALL BE USED TOGETHER WITH THE CERTIFICATE.
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证书编号:2020122309111301

上述产品符合《强制性产品认证实施规则 防爆电气》

(CNCA-C23-01：2024)的要求，特发此证。

发证日期: 2025年 04月 16日 有效期至: 2030年 04月 15日

证书信息和有效性可扫描下方二维码或登录发证机构网站查验，

也可在认监委网站(www.cnca.gov.cn)查询。

本证书为变更证书，证书首次颁发日期: 2020年 07月 02日

$印章$

认证委托人名称及地址

Rockwell Automation, Inc.

1201 South Second Street, Milwaukee, WI 53204, USA

生产者名称及地址

Rockwell Automation, Inc.

1201 South Second Street, Milwaukee, WI 53204, USA

生产企业名称及地址

Rockwell Automation Asia Pacific Business Center Pte. Ltd

No. 2 Corporation Road, Corporation Place, #06-05/10

产品名称和系列、型号、规格

可编程逻辑控制器（传输接口）

型号：5069系列，见附件

防爆标志： Ex ec IIC T4 Gc

电气参数见附件

产品标准和技术要求

GB/T 3836.1-2021,GB/T 3836.3-2021
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型号/规格：

5069 系列，详见下表

防爆标志：

Ex ec ⅡC T4 Gc

电气参数：

Catalog Description Rating

Controller

5069-L306ER

600KB Dual Channel Ethernet/IP™

Controller

MP: 0.475A@18-32V DC

MP(Pass-through): 18-32V 

DC,

9.525A

SA: 0.01A@0-32V DC

0-125Vac, 0.025A, 

47-63Hz

SA(Pass-through): 0-32V 

DC, 9.99A

0-125Vac, 9.975A, 

47-63Hz

5069-L306ERM

600KB Dual Channel Ethernet/IP™

Motion Controller

5069-L310ER

1MB Dual Channel Ethernet/IP™

Controller

5069-L310ERM

1MB Dual Channel Ethernet/IP™ Motion

Controller

5069-L310ER-NS

E

1MB Dual Channel Ethernet/IP™

Controller w/o Cap

5069-L320ER

2MB Dual Channel Ethernet/IP™

Controller

5069-L320ERP

2MB Dual Channel Ethernet/IP™

Controller

5069-L320ERM

2MB Dual Channel Ethernet/IP™ Motion

Controller

5069-L320ERMK

2MB Dual Channel Ethernet/IP™ Motion

Controller, Conformal Coated

5069-L330ER

3MB Dual Channel Ethernet/IP™

Controller

5069-L330ERM

3MB Dual Channel Ethernet/IP™ Motion

Controller

5069-L330ERMK

3MB Dual Channel Ethernet/IP™ Motion

Controller, Conformal Coated

5069-L340ER

4MB Dual Channel Ethernet/IP™

Controller
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5069-L340ERP

4MB Dual Channel Ethernet/IP™

Controller

5069-L340ERM

4MB Dual Channel Ethernet/IP™ Motion

Controller

5069-L350ERM

5MB Dual Channel Ethernet/IP™ Motion

Controller

5069-L350ERMK

5MB Dual Channel Ethernet/IP™ Motion

Controller, Conformal Coated

5069-L380ERM

8MB Dual Channel Ethernet/IP™ Motion

Controller

5069-L3100ERM

10MB Dual Channel Ethernet/IP Motion

Controller

Safety Controllers Sil2

5069-L306ERS2
600 KB Dual Channel Ethernet/IP™

SIL2 Controller

MP: 0.475A@18-32V DC

MP(Pass-through): 18-32V 

DC,

9.525A

SA: 0.01A@0-32V DC

SA(Pass-through): 0-32V 

DC,

9.99A

5069-L306ERMS2
600 KB Dual Channel Ethernet/IP™

SIL2 Motion Controller

5069-L3100ERMS

2

10 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller

5069-L3100ERS2

10 MB Dual Channel Ethernet/IP™ SIL2 

Controller

5069-L310ERMS2
1 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller

5069-L310ERS2
1 MB Dual Channel Ethernet/IP™ SIL2 

Controller

5069-L320ERMS2

2 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller

5069-L320ERMS2

K

2 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller, Conformal Coated

5069-L320ERS2
2 MB Dual Channel Ethernet/IP™ SIL2 

Controller

5069-L320ERS2K

2 MB Dual Channel Ethernet/IP™ SIL2 

Controller, Conformal Coated
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5069-L330ERMS2

3 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller

5069-L330ERMS2

K

3 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller, Conformal Coated

5069-L330ERS2

3 MB Dual Channel Ethernet/IP™ SIL2 

Controller

5069-L330ERS2K

3 MB Dual Channel Ethernet/IP™ SIL2 

Controller, Conformal Coated

5069-L340ERMS2

4 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller

5069-L340ERS2

4 MB Dual Channel Ethernet/IP™ SIL2 

Controller

5069-L350ERMS2

5 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller

5069-L350ERMS2

K

5 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller, Conformal Coated

5069-L350ERS2

5 MB Dual Channel Ethernet/IP™ SIL2 

Controller

5069-L350ERS2K

5 MB Dual Channel Ethernet/IP™ SIL2 

Controller, Conformal Coated

5069-L380ERMS2

8 MB Dual Channel Ethernet/IP™ SIL2 

Motion Controller

5069-L380ERS2

8 MB Dual Channel Ethernet/IP™ SIL2 

Controller

Safety Controllers Sil3

5069-L306ERMS3
600 KB Dual Channel Ethernet/IP™

SIL3 Motion Controller

MOD: 18-32VDC@950mA

SA: 0-32VDC@10mA

5069-L3100ERMS

3

10 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller

5069-L310ERMS3
1 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller

5069-L320ERMS3

2 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller
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5069-L320ERMS3

K

2 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller, Conformal Coated

5069-L330ERMS3

3 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller

5069-L330ERMS3

K

3 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller, Conformal Coated

5069-L340ERMS3

4 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller

5069-L350ERMS3

5 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller

5069-L350ERMS3

K

5 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller, Conformal Coated

5069-L380ERMS3

8 MB Dual Channel Ethernet/IP™ SIL3 

Motion Controller

EtherNet/IP Adapter

5069-AENTR
10/100/1000Mb Dual Port 

Ethernet/IP™ Adapter

MP Power: 220mA @ 

18.32VDC

SA Power: 5mA @ 0-32VDC / 

2mA @ 0-240VDC, 47-63 Hz

MP (pass through): 

18-32Vdc @ 9.78A

SA (pass through): 

0-32Vdc @ 9.95A / 

0-240Vac, 47-63Hz @ 

9.975A

5069-AENTRK

10/100/1000Mb Dual Port 

Ethernet/IP™ Adapter, Conformal 

Coated

5069-AEN2TR
10/100/1000Mb Enhanced Dual Port 

Ethernet/IP™ Adapter

MOD: 0.45A@18-32V DC

MOD Power inrush: 

0.7A@18-32V

DC

SA: 0.01A@0-32V DC

0.025A@0-125Vac, 47-63Hz

MOD(Pass-through): 

18-32V DC@

9.55A
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SA(Pass-through):9.99A@

0-32VDC

9.975A@0-125Vac, 47-63Hz

I/O Module

5069-ARM Address Reserve Module

MOD: 18-32VDC@45mA

MOD(Pass-through):

18-32VDC@9.55A

5069-FPD

Field Power Distribution Module

MOD: 18-32VDC@45mA

MOD(Pass-through):

18-32VDC@9.55A

5069-HSC2XOB4
High Speed Counter/Digital Output 

Module

MP: 0.05A@18-32V DC

SA: 3A@18-32VDC

IN:0.004A@18-32VDC

OUT:1A@18-32VDC

Digital I/O Modules

5069-IB8S 8 Channel, DC Safety Input Module
MP input:0.075A@18-32VDC

SA input:1.3A@18-32VDC

5069-IB8SK
8 Channel, DC Safety Input Module, 

Conformal Coated

MP input:0.075A@18-32VDC

SA input:1.3A@18-32VDC

5069-OBV8S 8 Channel, DC safety Output Module

MP input:0.075A@18-32VDC

LA input:8.1A@18-32VDC

OUT: 1A@18-32VDC

5069-OBV8SK
8 Channel, DC safety Output Module, 

Conformal Coated

MP input:0.075A@18-32VDC

LA input:8.1A@18-32VDC

OUT: 1A@18-32VDC

Ex 设备特殊使用条件或 Ex 元件的限定使用条件：

(1) 环境温度： 0°C < Ta < +60°C；

(2) 产品需安装在不低于 IP54 且已取得防爆证书的外壳内，应用于 2区场所时

污染等级不能超过 II 级，只能用专用工具打开外壳；

(3) 应用于 2 区环境时，应防止出现超过 140%额定电压的瞬态干扰；

(4) 接地是通过安装在导轨上来实现的。

(5)产品需与型号为 5069-RTB4-SCREW, 5069-RTB4-SPRING, 5069-RTB5-SCREW,
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5069-RTB5-SPRING, 5069-RTB6-SCREW, 5069-RTB6-SPRING, 

5069-RTB18-SCREW, 5069-RTB18-SPRING 的模块配套使用。



CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION

Certificate No.: 2021122309113957

THIS IS TO CERTIFY THAT THE ABOVE-MENTIONED PRODUCT COMPLIES WITH THE REQUIREMENTS OF

IMPLEMENTATION RULE FOR CHINA COMPULSORY CERTIFICATION (CNCA-C23-01：2024).

DATE OF ISSUE: 2026-01-09 DATE OF VALIDITY: 2031-01-08

THE INFORMATION AND VALIDITY OF THIS CERTIFICATE MAY BE VERIFIED BY THE QR CODE AND

THE WEBSITE OF ISSUER AND CNCA (WWW.CNCA.GOV.CN).

THIS CERTIFICATE HAS BEEN UP-ISSUED. THE DATE OF INITIAL ISSUE IS 2021-01-11.

$印章$

THE APPLICANT

Rockwell Automation, Inc. 

1201 South Second Street, Milwaukee, WI 53204, USA

THE MANUFACTURER

Rockwell Automation, Inc. 

1201 South Second Street, Milwaukee, WI 53204, USA

THE FACTORY

Rockwell Automation, Inc. 

8440 Darrow Road Twinsburg Ohio, 44087 United States of America 

PRODUCT AND MODEL(S)

PLC 

Type: 5069 Series，see appendix

Ex Marking: Ex ec IIC T4 Gc 

Electrical parameters: See appendix

STANDARDS AND TECHNICAL REQUIREMENTS

GB/T 3836.1-2021,GB/T 3836.3-2021



证书编号:2021122309113957

上述产品符合《强制性产品认证实施规则 防爆电气》

(CNCA-C23-01：2024)的要求，特发此证。

发证日期: 2026年 01月 09日 有效期至: 2031年 01月 08日

证书信息和有效性可扫描下方二维码或登录发证机构网站查验，

也可在认监委网站(www.cnca.gov.cn)查询。

本证书为变更证书，证书首次颁发日期: 2021年 01月 11日

$印章$

认证委托人名称及地址

Rockwell Automation, Inc.

1201 South Second Street, Milwaukee, WI 53204, USA

生产者名称及地址

Rockwell Automation, Inc.

1201 South Second Street, Milwaukee, WI 53204, USA

生产企业名称及地址

Rockwell Automation, Inc.

8440 Darrow Road Twinsburg Ohio, 44087 United States of America

产品名称和系列、型号、规格

可编程逻辑控制器

型号：5069系列，见附件

防爆标志： Ex ec IIC T4 Gc

电气参数见附件

产品标准和技术要求

GB/T 3836.1-2021,GB/T 3836.3-2021
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型号/规格：

5069系列，详见下表

防爆标志：

Ex ec ⅡC T4 Gc

电气参数：

Catalog Description Rating

Controller

5069-L306ER
600KB Dual Channel

Ethernet/IP™ Controller
MP: 0.475A@18-32V DC

MP(Pass-through):

18-32V DC,

9.525A

SA: 0.01A@0-32V DC

0-125Vac, 0.025A,

47-63Hz

SA(Pass-through):

0-32V DC, 9.99A

0-125Vac, 9.975A,

47-63Hz

5069-L306ERM

600KB Dual Channel

Ethernet/IP™ Motion

Controller

5069-L310ER
1MB Dual Channel Ethernet/IP

™ Controller

5069-L310ERM
1MB Dual Channel Ethernet/IP

™ Motion Controller

5069-L310ER-N

SE

1MB Dual Channel Ethernet/IP

™ Controller w/o Cap

5069-L320ER 2MB Dual Channel Ethernet/IP
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™ Controller

5069-L320ERP
2MB Dual Channel Ethernet/IP

™ Controller

5069-L320ERM
2MB Dual Channel Ethernet/IP

™ Motion Controller

5069-L320ERMK

2MB Dual Channel Ethernet/IP

™ Motion Controller,

Conformal Coated

5069-L330ER
3MB Dual Channel Ethernet/IP

™ Controller

5069-L330ERM
3MB Dual Channel Ethernet/IP

™ Motion Controller

5069-L330ERMK

3MB Dual Channel Ethernet/IP

™ Motion Controller,

Conformal Coated

5069-L340ER
4MB Dual Channel Ethernet/IP

™ Controller



证书编号：2021122309113957

证书附页：第 3页共 12页

本页为证书附页，应与证书主页同时使用。

5069-L340ERP
4MB Dual Channel Ethernet/IP

™ Controller

5069-L340ERM
4MB Dual Channel Ethernet/IP

™ Motion Controller

5069-L350ERM
5MB Dual Channel Ethernet/IP

™ Motion Controller

5069-L350ERMK

5MB Dual Channel Ethernet/IP

™ Motion Controller,

Conformal Coated

5069-L380ERM
8MB Dual Channel Ethernet/IP

™ Motion Controller

5069-L3100ERM
10MB Dual Channel Ethernet/IP

Motion Controller

Safety Controllers Sil2

5069-L306ERS2
600 KB Dual Channel

Ethernet/IP™ SIL2 Controller

Series A, B

MP: 0.475A@18-32V DC

MP(Pass-through):5069-L306ERMS 600 KB Dual Channel
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2 Ethernet/IP™ SIL2 Motion

Controller

18-32V DC,

9.525A

SA: 0.01A@0-32V DC

SA(Pass-through):

0-32V DC,

9.99A

5069-L3100ERM

S2

10 MB Dual Channel

Ethernet/IP™ SIL2 Motion

Controller

5069-L3100ERS

2

10 MB Dual Channel

Ethernet/IP™ SIL2 Controller

5069-L310ERMS

2

1 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller

5069-L310ERS2
1 MB Dual Channel Ethernet/IP

™ SIL2 Controller

5069-L320ERMS

2

2 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller

5069-L320ERMS

2K

2 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller,

Conformal Coated

5069-L320ERS2 2 MB Dual Channel Ethernet/IP
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™ SIL2 Controller

5069-L320ERS2

K

2 MB Dual Channel Ethernet/IP

™ SIL2 Controller, Conformal

Coated

5069-L330ERMS

2

3 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller

5069-L330ERMS

2K

3 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller,

Conformal Coated

5069-L330ERS2
3 MB Dual Channel Ethernet/IP

™ SIL2 Controller

5069-L330ERS2

K

3 MB Dual Channel Ethernet/IP

™ SIL2 Controller, Conformal

Coated

5069-L340ERMS

2

4 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller

5069-L340ERS2 4 MB Dual Channel Ethernet/IP
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™ SIL2 Controller

5069-L350ERMS

2

5 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller

5069-L350ERMS

2K

5 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller,

Conformal Coated

5069-L350ERS2
5 MB Dual Channel Ethernet/IP

™ SIL2 Controller

5069-L350ERS2

K

5 MB Dual Channel Ethernet/IP

™ SIL2 Controller, Conformal

Coated

5069-L380ERMS

2

8 MB Dual Channel Ethernet/IP

™ SIL2 Motion Controller

5069-L380ERS2
8 MB Dual Channel Ethernet/IP

™ SIL2 Controller

Safety Controllers Sil3

5069-L306ERMS 600 KB Dual Channel Series A
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3 Ethernet/IP™ SIL3 Motion

Controller

MOD: 18-32VDC@950mA

SA: 0-32VDC@10mA

5069-L3100ERM

S3

10 MB Dual Channel

Ethernet/IP™ SIL3 Motion

Controller

5069-L310ERMS

3

1 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller

5069-L320ERMS

3

2 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller

5069-L320ERMS

3K

2 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller,

Conformal Coated

5069-L330ERMS

3

3 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller

5069-L330ERMS

3K

3 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller,

Conformal Coated
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5069-L340ERMS

3

4 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller

5069-L350ERMS

3

5 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller

5069-L350ERMS

3K

5 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller,

Conformal Coated

5069-L380ERMS

3

8 MB Dual Channel Ethernet/IP

™ SIL3 Motion Controller

EtherNet/IP Adapter

5069-AENTR
10/100/1000Mb Dual Port

Ethernet/IP™ Adapter

Series A

MP Power: 220mA @

18.32VDC

SA Power: 5mA @

0-32VDC / 2mA @

0-240VDC, 47-63 Hz

MP (pass through):

5069-AENTRK

10/100/1000Mb Dual Port

Ethernet/IP™ Adapter,

Conformal Coated
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18-32Vdc @ 9.78A

SA (pass through):

0-32Vdc @ 9.95A /

0-240Vac, 47-63Hz @

9.975A

I/O Module

5069-ARM Address Reserve Module

Series A

MOD: 18-32VDC@45mA

MOD(Pass-through):

18-32VDC@9.55A

5069-FPD
Field Power Distribution

Module

Series A

SA Power:

0…32V DC @ 10 mA

0…125V AC @ 25 mA,

47…63 Hz

MOD Power

(Passthrough):



证书编号：2021122309113957

证书附页：第 10页共 12页

本页为证书附页，应与证书主页同时使用。

18…32V DC @ 9.55A

SA Power

(Passthrough):

0…32V DC @ 9.99A

0...125V AC, 9.975 A,

47...63 Hz

5069-HSC2XOB4
High Speed Counter/Digital

Output Module

Series A

MP: 0.05A@18-32V DC

SA: 3A@18-32VDC

IN:0.004A@18-32VDC

OUT:1A@18-32VDC

Digital I/O Modules

5069-IB8S
8 Channel, DC Safety Input

Module

Series A

MP

input:0.075A@18-32VD

C

SA
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input:1.3A@18-32VDC

5069-IB8SK
8 Channel, DC Safety Input

Module, Conformal Coated

Series A

MP

input:0.075A@18-32VD

C

SA

input:1.3A@18-32VDC

5069-OBV8S
8 Channel, DC safety Output

Module

Series A

MP

input:0.075A@18-32VD

C

LA

input:8.1A@18-32VDC

OUT: 1A@18-32VDC

5069-OBV8SK
8 Channel, DC safety Output

Module, Conformal Coated

Series A

MP

input:0.075A@18-32VD
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input:8.1A@18-32VDC

OUT: 1A@18-32VDC

备注：产品后缀可能会加上“K”来表明是有涂层的产品选项。

Ex 设备特殊使用条件或 Ex 元件的限定使用条件：

1）产品需安装在不低于 IP54且防爆证书的外壳内,应用于 2区场所时污染

等级不能超过 II 级，只能用专业工具打开外壳。

2）应用于 2 区环境时，应放置出现超过 140%额定电压的瞬态干扰。

3）接地是通过安装在导轨上来实现的。

4）产品需与型号为 5069-RTB4-SCREW, 5069-RTB4-SPRING, 

5069-RTB5-SCREW, 5069-RTB5-SPRING, 5069-RTB6-SCREW, 

5069-RTB6-SPRING, 5069-RTB18-SCREW, 5069-RTB18-SPRING 的模块配

套使用。

5）该设备只能与认证过的罗克韦尔自动化背板一起使用。

6）产品使用环境温度：0°C<Ta<+60°C。
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