
Installation Instructions
Original Instructions
Lifeline 5 Electronic Monitored E-stop
Catalog Number 440E-LL5SNES

Summary of Changes
This publication contains the following new or updated information. This list 
includes substantive updates only and is not intended to reflect all changes.

Installation

We recommend using M5 or #10-32 bolts to mount the sensor to the frame of the 
machine.
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ATTENTION: Read this document and the documents that are 
listed in Additional Resources on page 7 about installation, 
configuration, and operation of this equipment before you 
install, configure, operate, or maintain this product. Users are 
required to familiarize themselves with installation and wire 
instructions and requirements of all applicable codes, laws, 
and standards.
Suitably trained personnel are required to install, adjust, put 
into service, use, assemble, disassemble, and maintain this 
equipment in accordance with the applicable code of practice.
The protection that is provided by the equipment can be 
impaired if the equipment is used in a manner that the 
manufacturer has not specified.

Topic Page
Updated EMC safety testing standard 2

ATTENTION: Do not attempt to install this device unless the 
installation instructions have been studied and understood.
This document acts as a guide for a typical installation.

IMPORTANT A 24V DC +10%/-15% Class 2 SELV or PELV power supply 
must provide the operating voltage.

Item Description
A E-stop (twist-to-release)
B Status indicator
C Link indicator
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Specifications Output Indicators
Attribute Cat. No. 440E-LL5SNES
Safety Ratings
Standards
Safety classification

PLe Cat 4 according to EN ISO 13849-1, IEC 60947-5-5, IEC 61508, and 
NFPA 79.

Functional safety data PFHd = 1.45E-9 (average frequency of a dangerous failure per hour)
T1 = 20 (Proof test interval)

Certifications
CE Marked for all applicable directives, UKCA marked for all 
applicable regulations, cULus Listed (UL 508), CCC Marked, and 
TÜV Certified.

Operating Characteristics
Operating voltage 24V DC +10%/-15% Class 2 SELV or PELV power supply
Response time (off) 60 ms
Utilization category according to 
Ue
le

DC-12 and DC-13
24V
200 mA

Frequency of operating cycle 0.25 Hz
Off-state output current < 0.5 mA
Outputs
Safe state De-energized (2 x PNP, 0V), AUX energized (1 x PNP, 24V)
Run state Energized (2 x PNP, 24V), AUX de-energized (1 x PNP, 0V)
No-load supply current < 50 mA
Load current 200 mA maximum
Voltage drop < 2V
Mechanical
Housing material Aluminum
Environmental
Operating temperature -20…+75 °C (-4…+167 °F)
Operating humidity 5…95% relative
Washdown rating IP66

Shock and vibration IEC 60068-2-27: 30 g (1.05 oz), 11 ms
IEC 60068-2-6: 10…500 Hz

Pollution degree IEC 60947-1: 3

Electromagnetic Compatibility (EMC) (1)

(1) EMC requirements were tested to safety levels per IEC 61326-3-1.

Electrostatic Discharge ESD
IEC 61000-4-2: Air discharge
IEC 61000-4-2: Contact discharge

Radiated EMF immunity IEC 61000-4-3
Electrical Fast Transient/Burst 
Immunity IEC 61000-4-4

Conducted Immunity IEC 61000-4-6
Rated Impulse Withstand 
Voltage IEC 60947-1: 1 kV

Protection Short circuit, overload, reverse polarity, overvoltage, loss of ground

Table 1 - OSSD Mode

Indicator LEDs Output 
Status Troubleshooting

Status Link OSSD GuardLink
Off Off Off — Not powered

Normal operationalRed Off Off — OSSD not active
Green Off On — OSSD active

Flashing 
green Off Off —

Power up test or 
OSSD inputs not 

valid
Check 24V DC supply or OSSD 

inputs (yellow or red wire).

Flashing 
red Off Off — OSSD fault / 

Internal fault

OSSD fault — check that OSSD 
outputs are not shorted to 
GND, 24V DC or each other. 

Cycle Power.

Table 2 - GuardLink Mode

Indicator LEDs Output State
Status Troubleshooting

Status Link
Safe Mode

OSSD GuardLink
Off Off — Off Not powered

Normal operation
Red Red — Off Safe state
Red Off — Off Check link

Green Green — On Operational 
mode

Flashing 
green Red — Off

Safe state

No demand on the primary 
safety function, but there is 

no safety input.

Flashing 
red Red — Off

Fault present. Cycle power or 
issue a RESET command over 

the link in a GuardLink® 
system.

Flashing 
red/

green
Red — Off FW update in process.

—
Flashing 

red/
green

— Off
Device has been instructed to 
flash for location indication 

by the controller.
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Wiring

The recommended patchcord for use with ArmorBlock® Guard I/O™ is 2 m (6.5 ft) - 
889D-F4ACDM-2. Replace the 2 with 0M3 (0.3 m [0.98 ft]), 1 (1 m [3.28 ft]), 
5 (5 m [16.4 ft]), or 10 (10 m [32.8 ft]) for standard cable lengths.

Approximate Dimensions
Figure 1 - Electronic E-stop (Cat. No. 440E-LL5SNES) [mm (in.)]

GuardLink System Integration 
The 440E electronic E-stop can be used in either of the two available GuardLink 
systems:

• Dual GuardLink (DG) safety relay system
• 432ES-IG3 CIP Safety™ EtherNet/IP™ system

Implementation is slightly different, but GuardLink 2.0 or later enhances 
performance with the 432ES safety system.

DG Safety Relay System Integration

The DG integration system has two significant concepts:
• The DG safety relay plays a part of the safety function
• The DG safety relay provides non-safety rated information to the machine 

control system

The following image shows the basic components of a GuardLink system with a DG 
safety relay primary and a 432ES network interface module.

The 440E electronic E-stop with embedded GuardLink technology, connects to the 
link with a passive tap (as shown in following image) or a passive power tap 
(catalog number 440S-PF5D4).

Different types and versions of GuardLink-enabled and passive taps can connect in 
any order and can be mixed on the same link. For more information about the 
configuration a GuardLink safety system, see the Guardmaster® DG Safety Relay 
and GuardLink System User Manual, publication 440R-UM015.

Figure 2 - GuardLink System Components

Table 3 - 5-pin Connection

Pin Color
Function

OSSD Mode GuardLink Mode
1 Brown +24V DC +24V DC
2 White Safety OSSD 1 Output Safety Out
3 Blue 0V Ground 0V
4 Black Safety OSSD 2 Output Safety In
5 Gray Auxiliary Output CLU

Description Temperature 
Rating

Jacket 
Material Coupling Nut Cat. No. (1)

(1) Replace the 2 with 5 (5 m [16.4 ft]) or 10 (10 m [32.8 ft]) for standard cable lengths.

M12 5-pin 
cordset

-20…+105 °C
(-4…+221 °F) PVC

Epoxy-coated zinc 889D-F5AC-2
Stainless steel 889DS-F5AC-2

IMPORTANT If you do not require the auxiliary signal, a 4-pin cordset 
(Cat. No. 889D-F4AC-2) can be used.

5

4
3

1

2

101 (3.98)

59
(2.32)

124 (4.88)

48
(1.88) 78

(3.07)

91
(3.58)

Item Description Cat. No.

1 5-pin device patchcord (1)

(1) Optional: Device can be connected directly to the passive tap.

889D-F5NCDM-x (2) (3)

(2) 10 m (32.8 ft) length, maximum
(3) Replace x with 0M3 (300 mm [0.98 ft]), 0M6 (600 mm [1.97 ft]), 1 (1 m [3.3 ft]), 2 (2 m [6.6 ft]), 5 (5 m 

[16.4 ft]), or 10 (10 m [32.8 ft]) for standard cable lengths.

2 Cordset 889D-F4NE-y (4)

(4) Replace y in order number with 2 (2 m [6.6 ft]), 5 (5 m [16.4 ft]), 10 (10 m [32.8 ft]), 15 (15 m [49.2 ft]), 
20 (20 m [65.6 ft]), or 30 (30 m [98.4 ft]) for standard cable lengths.

3 Terminator 898D-418U-DM2
4 GuardLink passive tap 440S-PF5D (5) (6)

(5) A passive power tap (Cat. No. 440S-PF5D4) can also be used.
(6) Mounting brackets sold separately. Cat. No. 440S-GLTAPBRK1 (pack of 1) or Cat. No. 440S-GLTAPBRK5 

(pack of 5).

5 4-pin link patchcords 889D-F4NEDM-x (3) (7)

(7) 30 m (98.4 ft) length, max

6 GuardLink-enabled tap 440S-SF5D (6)

7 EtherNet/IP Network Interface 440R-ENETR
8 DG Safety Relay 440R-DG2R2T
9 CIP Safety EtherNet/IP Interface 432ES-IG3
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Lifeline™ 5
Electronic

E-stop
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432ES Safety System Integration

The 432ES safety system integration is a solution that uses CIP Safety over 
EtherNet/IP. The 432ES safety system conveys safety-rated status information 
over an EtherNet/IP connection, as compared to the DG solution, which provides 
non-safety rated status information to the machine control system. This 
integration requires the 432ES safety system to communicate with a safety-rated 
controller. At the time of release of the 432ES safety system, the safety controller 
must be one of the following GuardLogix® controllers (where x is the amount of 
memory in the controller):

• 1756-L8xS
• 5069-L3xERS
• 5069-L3xERMS

In addition, the controller must run Studio 5000® version 34.01 or later and 
communication must be with FactoryTalk® Linx 6.30 or later.

The 440E electronic E-stop appears as an icon on the Studio 5000 controller tree 
and its Module Profile [Add-on Profile (AOP)] is included in the 432ES AOP, which is 
available at rok.auto/pcdc.

The Module Profile provides a significant number of status, diagnostic, and fault 
tags to help contribute to the maintaining machine uptime. The AOP for the 440E 
electronic E-stop is considered a standard (non-safety rated) AOP. The Main 
Routine can use the controller tags for status and diagnostic information. None of 
the controller tags for the 440E electronic E-stop must be used as part of a safety 
function. The 440E electronic E-stop devices can be added to the controller tree in 
one of two ways: 

• Manual method: Select each device individually, offline.
• Discover modules: When the switches are installed, they can be 

discovered and loaded onto the controller tree.

Manual Method

With the manual method, a 440E electronic E-stop can be added to the controller 
tree while offline with controller.

1. Right-click the desired channel (A).
2. Click New Module (B).

3. Click the 440E electronic E-stop variant that you want to add to the 
GuardLink channel (A).

4. Click Create (B).

5. Enter a name (A). This field is required.
6. Type a description (B), if desired. This field is optional.
7. Select the node number (C). Nodes must be numbered in consecutive 

order. Each device must correspond to its node location
The nodes can be assigned in any order at the time of creation. For 
example, this device can be assigned to node 3, but eventually, there must 
be devices that are assigned to nodes 0, 1 and 2.

8. Scroll down to adjust the Module Definition, if necessary.
9. The 432ES safety system operates with Series B of the electronic 

E-stop (A).
10. The major revision is 2 and the minor revision is 1. There are no other 

revisions for now (B).
11. Select the desired level of Electronic Keying (C):

- Compatible Module: Default. Verifies the product variant and major 
revision.

- Exact: Verifies the product variant, major and minor revision.
- Disabled: Does not use keying. Only use this level for troubleshooting 

purposes.
12. The connection option is limited to Data (D). This option is standard non-

safety rated data.
13. Click OK.

Follow the prompts and accept the changes.
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14. The 440E electronic E-stop is added to the CH2 GuardLink Channel (A).
15. The Module Properties window shows three sections (B): 

- Overview
- Device information
- Connection

Discover Modules

To use the Discover Modules feature, install and power the safety switches. 
1. The controller must be online in one of the following modes (A):

- Rem Run
- Rem Prog
- Rem Test mode

2. The controller can be either Safety Unlocked or Safety Locked (B).
3. Right-click the desired channel (C).
4. Click Discover Modules (D).

5. The discovery of node 0 shows that the device is 440E-LL5SNES added to 
the controller tree (A).

6. Clear the Close on Create checkbox (B). This action keeps the window open 
and allows faster creation of multiple devices. This example shows three 
devices to create.

7. Click the Create button of any Lifeline™ 5 device (C).

8. Type in a unique name (A). This field is required and must be unique.
9. Type in an optional description (B).
10. The node number does not need to be changed, as the number reflects the 

discovered position (C).
11. The remaining data in this window, which appears after scrolling down, is 

discovered and does not require changing.
12. To accept the new module, click OK and confirm your choice with another 

OK.

13. Consider whether you want to inhibit the module connection. If no logic 
code was previously created for this device, change to 'Create and 
uninhibit' option. If a logic code exists, use default option: 'Create and 
inhibit'.

14. The Select Module Type window reappears and shows that the node 0 
definition in I/O tree match the discovered module (A).

15. The 440E electronic E-stop shows in the controller tree.
16. Uncheck the Close on Create checkbox (B). This action keeps the window 

open and allows faster creation of multiple devices. This example shows 
three devices to create.

17. Click the Create button of any Lifeline 5 device (C). To add the remaining 
switches, repeat the process.
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18. The Controller Organizer for CH2 shows the current tree with node 0 
corrected and all switches are listed in the Controller Organizer (A).

19. The 440E electronic E-stop has input tags (B) that show operating and 
diagnostic information. The class is standard, none of the tags are safety-
rated, and must not be used as part of a safety function.

20. The 440E electronic E-stop has one output tag (C): Reset the switch (power 
cycle) if there is an internal recoverable fault.

Figure 3 - Dual Head — I/O Tags

Figure 4 - Single Head — I/O Tags

Send Commands to 440E-LL5 Safety Switch

The following screenshot shows examples of sending commands to a 440E 
electronic E-stop. The example uses momentary commands; the duration of the 
command must accommodate network delays. 

1. A momentary icon (A) on an HMI sends a Reset command to the 440E 
electronic E-stop, named LL5_01. A momentary icon is needed as the Reset 
Device command must be turned off before it can be turned on again. 

Declaration of Conformity
CE Conformity
Rockwell Automation declares that the products that are shown in this document 
conform with the 2014/30/EU Electromagnetic Compatibility Directive (EMC) and 
2006/42/EC Machinery Directive (MD) and that the respective standards and/or 
technical specifications have been applied.
For a comprehensive CE certificate visit: rok.auto/certifications

UKCA Conformity
Rockwell Automation declares that the products that are shown in this document 
are in compliance with 2016 No. 1091 Electromagnetic Compatibility Regulations 
and 2008 No. 1597 Supply of Machinery (Safety) Regulations and that the respective 
standards and/or technical specifications have been applied.
For a comprehensive UKCA certificate visit: rok.auto/certifications
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Additional Resources
To download publications, visit rok.auto/literature and search for the following publication numbers.

Resource Description
Lifeline 5 Electronic Monitored E-stop Product Information, 
publication 440E-PC004

Provides a description of the Lifeline 5 electronic monitored E-stop switch installation procedure and 
information on how to use the switch.

Guardmaster DG Safety Relay and GuardLink System User Manual, 
publication 440R-UM015 Provides general guidelines for configuring a Rockwell Automation GuardLink safety system.

Lifeline Cable-pull Safety Switch Technical Documentation Center, 
rockwellautomation.com/en-us/support/documentation/technical/push-buttons-
and-signaling-devices/emergency-stop-devices.html#lifelinecablepull

Provides all technical documentation for Lifeline cable-pull safety switches in one place.

Functional Safety Data Sheet, publication SAFETY-SR001 Provides functional safety data for Rockwell Automation products.
System Security Design Guidelines Reference Manual, 
publication SECURE-RM001

Provides guidance on how to conduct security assessments, implement Rockwell Automation products in 
a secure system, harden the control system, manage user access, and dispose of equipment.

Safety Guidelines for the Application, Installation, and Maintenance of Solid-State 
Control, publication SGI-1.1

Designed to harmonize with NEMA Standards Publication No. ICS 1.1-1987 and provides general guidelines 
for the application, installation, and maintenance of solid-state control in the form of individual devices 
or packaged assemblies incorporating solid-state components.

Industrial Components Preventive Maintenance, Enclosures, and Contact
Ratings Specifications, publication IC-TD002 Provides a quick reference tool for Allen-Bradley® industrial automation controls and assemblies.

Industrial Automation Wiring and Grounding Guidelines, publication 1770-4.1 Provides general guidelines for installing a Rockwell Automation industrial system.
Product Certifications website, rok.auto/certifications Provides declarations of conformity, certificates, and other certification details.
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Allen-Bradley, ArmorBlock, expanding human possibility, FactoryTalk, Guard I/O, GuardLink, GuardLogix, Guardmaster, Lifeline, Rockwell Automation, and 
Studio 5000 are trademarks of Rockwell Automation, Inc.
CIP Safety and EtherNet/IP are trademarks of ODVA, Inc.
Trademarks not belonging to Rockwell Automation are property of their respective companies.

Waste Electrical and Electronic Equipment (WEEE)

Rockwell Automation maintains current product environmental compliance information on its website at rok.auto/pec.

At the end of life, this equipment should be collected separately from any unsorted municipal waste.

Rockwell Automation Support
Use these resources to access support information.

Documentation Feedback
Your comments help us serve your documentation needs better. If you have any suggestions on how to improve our content, complete the form at rok.auto/docfeedback.

Technical Support Center Find help with how-to videos, FAQs, chat, user forums, Knowledgebase, and product notification updates. rok.auto/support
Local Technical Support Phone Numbers Locate the telephone number for your country. rok.auto/phonesupport
Technical Documentation Center Quickly access and download technical specifications, installation instructions, and user manuals. rok.auto/techdocs
Literature Library Find installation instructions, manuals, brochures, and technical data publications. rok.auto/literature
Product Compatibility and Download Center (PCDC) Download firmware, associated files (such as AOP, EDS, and DTM), and access product release notes. rok.auto/pcdc
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