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Summary of Changes

This publication contains the following new or updated information. This list includes substantive updates only and is not intended to reflect all changes.
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ASEM Remote Video Link Receiver Installation Instructions

ATTENTION: Read this document and the documents listed in the Additional Resources section about installation, configuration and operation of this equipment before you install, configure, operate or
maintain this product. Users are required to familiarize themselves with installation and wiring instructions in addition to requirements of all applicable codes, laws, and standards.

Activities including installation, adjustments, putting into service, use, assembly, disassembly, and maintenance are required to be carried out by suitably trained personnel in accordance with applicable
code of practice. If this equipment is used in a manner not specified by the manufacturer, the protection provided by the equipment may be impaired.
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ATENCION: Antes de instalar, configurar, poner en funcionamiento o realizar el mantenimiento de este producto, lea este documento y los documentos listados en la seccion Recursos adicionales acerca
de la instalacion, configuracion y operacion de este equipo. Los usuarios deben familiarizarse con las instrucciones de instalacion y cableado y con los requisitos de todos los cddigos, leyes y estandares
vigentes.

El personal debidamente capacitado debe realizar las actividades relacionadas a la instalacion, ajustes, puesta en servicio, uso, ensamblaje, desensamblaje y mantenimiento de conformidad con el
cddigo de practica aplicable. Si este equipo se usa de una manera no especificada por el fabricante, la proteccion provista por el equipo puede resultar afectada.

ATENGAO: Leia este e os demais documentos sobre instalacdo, configuragao e operagao do equipamento que estdo na secao Recursos adicionais antes de instalar, configurar, operar ou manter este
produto. Os usudrios devem se familiarizar com as instrugdes de instalagao e fiacao além das especificacdes para todos os cddigos, leis e normas aplicaveis.

E necessario que as atividades, incluindo instalagao, ajustes, colocagdo em servigo, utilizagdo, montagem, desmontagem e manutengo sejam realizadas por pessoal qualificado e especializado, de
acordo com o cédigo de pratica aplicavel.

Caso este equipamento seja utilizado de maneira nao estabelecida pelo fabricante, a protecao fornecida pelo equipamento pode ficar prejudicada.

BHUMAHME: MNepea Tem Kak ycTaHaBAMBaTh, HACTPamBaTh, 3KCMYaTMpOBaTh UK 06CNyXMBaTh AaHHOE 060pyAOBaHIE, MPOYNTANTe 3TOT AOKYMEHT U AOKYMEHTbI,
nepeuncieHHele B pasgene «/lononHnTeNbHbIE Pecypcbl». B 3TVX JOKyMeHTax N3/10XeHbl CBeieHUs 06 yCTaHOBKE, HaCTPOVIKe 1 3KCnayaTaLum AaHHOro 060py/A0BaHNS.
Monb3oBaTenn 0683aHbl 03HAKOMUTLCS C MHCTPYKLIMAMM MO YCTaHOBKe 1 MPoKNajKe COeAVNHEHNI, a Takxe ¢ TpeboBaHUAMY BCeX MPYIMEHUMbIX HOPM, 3aKOHOB 1
CTaHAapToB.

Bce aelicTBUA, BKIHOYas yCTaHOBKY, Hanaaky, BBOZ B 3KCryaTaLuio, UCnosib30BaHue, cbopky, pa3bopky 1 TexHu4eckoe 06cnyxBaHne, JOMKHbI BbIMONHATLCS
06yYeHHbIM NepCcoOHanoM B COOTBETCTBUM C MPUMEHUMbIMI HOPMamK 1 MpaBuaaMu.

Ecnv obopyaoBaHMe NCNoNb3yeTcsi He MpeAyCMOTPEeHHbLIM NPOV3BOAMTENEM 06Pa30M, 3alumTa 060PYA0BaHNIS MOXET 6bITk HapyLUeHa.
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ACHTUNG: Lesen Sie dieses Dokument und die im Abschnitt ,Weitere Informationen“aufgefiihrten Dokumente, die Informationen zu Installation, Konfiguration und Bedienung dieses Produkts enthalten,
bevor Sie dieses Produkt installieren, konfigurieren, bedienen oder warten. Anwender miissen sich neben den Bestimmungen aller anwendbaren Vorschriften, Gesetze und Normen zusétzlich mit den
Installations- und Verdrahtungsanweisungen vertraut machen.

Arbeiten im Rahmen der Installation, Anpassung, Inbetriebnahme, Verwendung, Montage, Demontage oder Instandhaltung diirfen nur durch ausreichend geschulte Mitarbeiter und in Ubereinstimmung
mit den anwendbaren Ausfiihrungsvorschriften vorgenommen werden.

Wenn das Gerét in einer Weise verwendet wird, die vom Hersteller nicht vorgesehen ist, kann die Schutzfunktion beeintrachtigt sein.

ATTENTION : Lisez ce document et les documents listés dans la section Ressources complémentaires relatifs a linstallation, la configuration et le fonctionnement de cet équipement avant d'installer,
configurer, utiliser ou entretenir ce produit. Les utilisateurs doivent se familiariser avec les instructions d'installation et de cablage en plus des exigences relatives aux codes, lois et normes en vigueur.
Les activités relatives a linstallation, le réglage, la mise en service, ['utilisation, l'assemblage, le démontage et I'entretien doivent étre réalisées par des personnes formées selon le code de pratique en
vigueur.

Si cet équipement est utilisé d'une fagon qui n'a pas été définie par le fabricant, la protection fournie par l'équipement peut étre compromise.
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ATTENZIONE Prima di installare, configurare ed utilizzare il prodotto, o effettuare interventi di manutenzione su di esso, leggere il presente documento ed i documenti elencati nella sezione “Altre
risorse”, riguardanti linstallazione, la configurazione ed il funzionamento dellapparecchiatura. Gli utenti devono leggere e comprendere le istruzioni di installazione e cablaggio, oltre ai requisiti previsti
dalle leggi, codici e standard applicabili.

Le attivita come installazione, regolazioni, utilizzo, assemblaggio, disassemblaggio e manutenzione devono essere svolte da personale adeguatamente addestrato, nel rispetto delle procedure previste.
Qualora 'apparecchio venga utilizzato con modalita diverse da quanto previsto dal produttore, la sua funzione di protezione potrebbe venire compromessa.

DIKKAT: Bu iiriintin kurulumu, yapilandirimasl, isletilmesi veya bakimi dncesinde bu dokiimani ve bu ekipmanin kurulumu, yapilandirimasi ve isletimi ile ilgili ilave Kaynaklar balimiinde yer listelenmis
dokiimanlari okuyun. Kullanicilar yiiriirliikteki tiim yonetmelikler, yasalar ve standartlarin gereksinimlerine ek olarak kurulum ve kablolama talimatlarini da 6grenmek zorundadir.

Kurulum, ayarlama, hizmete alma, kullanma, parcalari birlestirme, parcalar sékme ve bakim gibi aktiviteler sadece uygun egitimleri almis kisiler tarafindan yiiriirlikteki uygulama yénetmeliklerine uygun
sekilde yapilabilir.

Bu ekipman iretici tarafindan belirlenmis amacin disinda kullanilirsa, ekipman tarafindan saglanan koruma bozulabilir.

AREE [ ERE RE - BEYMEARERA  ARMMILXHURIN THMER) SHHEMRE - REMRELERBOXHY - EREXBEREREMNESGS
o MRFSFRAER « AENREER -

BIERE A% - TEMA ~ £ ~ A% FENEESHERAATHECIBEEIIRNARET  URSERNBHEER -

MERREARIFRESIEENBRR > FJAEREMRBAAIRMIREIAERIE

POZOR: NeZ zacnete instalovat, konfigurovat &i provozovat tento vyrobek nebo provadét jeho Udrzbu, prectéte si tento dokument a dokumenty uvedené v ¢asti Dodatecné zdroje ohledné instalace,
konfigurace a provozu tohoto zafizeni. Uzivatelé se museji vedle pozadavki véech relevantnich vyhlasek, zakondi a norem nutné seznamit také s pokyny pro instalaci a elektrické zapojeni.

Cinnosti zahrnujici instalaci, nastaveni, uvedeni do provozu, uzivani, monta, demonta? a Gdrzbu musi vykonavat vhodné proskoleny personél v souladu s pFislugnymi provadécimi predpisy.

Pokud se toto zafizeni pouziva zplisobem neadpovidajicim specifikaci vyrobce, mize byt narusena ochrana, kterou toto zafizeni poskytuje.

UWAGA: Przed instalacja, konfiguracjg, uzytkowaniem lub konserwacjq tego produktu nalezy przeczytac niniejszy dokument oraz wszystkie dokumenty wymienione w sekcji Dodatkowe Zrddta
omawiajace instalacje, konfiguracije i procedury uzytkowania tego urzadzenia. Uzytkownicy maja obowiazek zapoznat sig z instrukcjami dotyczacymi instalacji oraz oprzewodowania, jak rdwniez z
obowiazujacymi kodeksami, prawem i normami.

Dziatania obejmujace instalacje, reqgulacje, przekazanie do uzytkowania, uzytkowanie, montaz, demontaz oraz konserwacje musza by¢ wykonywane przez odpowiednio przeszkolony personel zgodnie z
obowiazujacym kodeksem postgpowania.

Jesli urzadzenie jest uzytkowane w sposob inny niz okreslony przez producenta, zabezpieczenie zapewniane przez urzadzenie moze zostac ograniczone.

0BS! Lis detta dokument samt dokumentet, som str listat i avsnittet Ovriga resurser, om installation, konfigurering och drift av denna utrustning innan du installerar, konfigurerar eller birjar anvinda
eller utftra underhéllsarbete pa produkten. Anvandare maste bekanta sig med instruktioner fdr installation och kabeldragning, forutom krav enligt géllande koder, lagar och standarder.

Atgérder som installation, justering, service, anvandning, montering, demontering och underhélisarbete maste utfdras av personal med ldmplig utbildning enligt Idmpligt bruk.

Om denna utrustning anvands pa ett sétt som inte anges av tillverkaren kan det handa att utrustningens skyddsanordningar forsatts ur funktion.

LET OP: Lees dit document en de documenten die genoemd worden in de paragraaf Aanvullende informatie over de installatie, configuratie en bediening van deze apparatuur voordat u dit product
installeert, configureert, bediend of onderhoudt. Gebruikers moeten zich vertrouwd maken met de installatie en de bedradingsinstructies, naast de vereisten van alle toepasselijke regels, wetten en
normen.

Activiteiten zoals het installeren, afstellen, in gebruik stellen, gebruiken, monteren, demonteren en het uitvoeren van onderhoud mogen uitsluitend worden uitgevoerd door hiervoor opgeleid personeel en
in overeenstemming met de geldende praktijkregels.

Indien de apparatuur wordt gebruikt op een wijze die niet is gespecificeerd door de fabrikant, dan bestaat het gevaar dat de beveiliging van de apparatuur niet goed werkt.

Ja}
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ASEM Remote Video Link Receiver Installation Instructions

North American Hazardous Location Approval

The following information applies when operating this equipment in hazardous
locations.

Informations sur I'utilisation de cet équipement en environnements dangereux.

Products marked "CL |, DIV 2, GP A, B, C, D" are suitable for use in Class | Division 2
Groups A, B, C, D, Hazardous Locations and nonhazardous locations only. Each
product is supplied with markings on the rating nameplate indicating the hazardous
location temperature code. When combining products within a system, the most
adverse temperature code (lowest "T" number) may be used to help determine the
overall temperature code of the system. Combinations of equipment in your system
are subject to investigation by the local Authority Having Jurisdiction at the time of
installation.

Les produits marqués "CL 1, DIV 2, GP A, B, C, D" ne conviennent qu‘a une utilisation en
environnements de Classe | Division 2 Groupes A, B, C, D dangereux et non
dangereux. Chaque produit est livré avec des marquages sur sa plaque
d'identification qui indiquent le code de température pour les environnements
dangereux. Lorsque plusieurs produits sont combinés dans un systéme, le code de
température le plus défavorable (code de température le plus faible) peut étre utilisé
pour déterminer le code de température global du systeme. Les combinaisons
d'équipements dans le systéme sont sujettes a inspection par les autorités locales
qualifiées au moment de l'installation.

WARNING:
Explosion Hazard -
« Do not disconnect equipment unless power has been removed or

the area is known to be nonhazardous.

Do not disconnect connections to this equipment unless power has
been removed or the area is known to be nonhazardous. Secure
any external connections that mate to this equipment by using
screws, sliding latches, threaded connectors, or other means
provided with this product.

Substitution of components may impair suitability for Class |,
Division 2.

If this product contains batteries, they must only be changed in an
area known to be nonhazardous.

AVERTISSEMENT:
Risque d’Explosion -
« Couper le courant ou s'assurer que I'environnement est classé non

dangereux avant de débrancher 'équipement.
« Couper le courant ou s'assurer que I'environnement est classé non
dangereux avant de débrancher les connecteurs. Fixer tous les
connecteurs externes reliés a cet équipement a l'aide de vis,
loguets coulissants, connecteurs filetés ou autres moyens fournis
avec ce produit.
La substitution de composants peut rendre cet équipement
inadapté a une utilisation en environnement de Classe I, Division 2.
S'assurer que 'environnement est classé non dangereux avant de
changer les piles.

UL/cUL Mark Compliance

Equipment with the UL/cUL mark complies with the requirements of UL 61010-1, UL 61010-2-201, CSA C22.2 No. 61010-1, and CSA C22.2 No. 61010-2-201. A copy of the

certificate of compliance is available at rok.auto/certifications.

European Union Directive and UKCA Compliance

This equipment meets the European Union Directive and UK requirements when installed within the European Union or EEA regions and have the CE marking. A copy of the

declaration of the conformity is available at rok.auto/certifications.

ATTENTION: This equipment is intended to operate in an industrial or
control room environment, which uses some form of power isolation
from the public low-voltage mains. Some computer configurations
cannot comply with the EN 61000-3-2 Harmonic Emissions standard
as specified by the EMC Directive of the European Union. All 1/0 cables
must be used only indoors.

A\

ATTENTION: Cet équipement est destiné a fonctionner dans un
environnement industriel ou de salle de contrdle, qui utilise une
certaine forme d'isolation électrique du secteur public basse tension.
Certaines configurations informatiques ne peuvent pas étre
conformes a la norme EN 61000-3-2 sur les émissions harmoniques
telle que spécifiée par la directive EMC de I'Union européenne. Tous
les cables d'E/S doivent étre utilisés uniquement a l'intérieur.

A\

Prepare for Installation
Follow the steps below to prepare for the installation of your RVL receiver.

Installation Site Guidelines

Follow these installation site guidelines to make sure that your RVL receiver provides service with excellent reliability.

«  When choosing the installation site, consider the following:
- The site must have sufficient power.
- The site must be indoors your RVL receiver to direct sunlight.

« The maximum operating ambient temperature of your RVL receiver is 50 °C (122 °F).
- Measure the ambient temperature 5 cm (2 in.) away from all cooling openings.
- Make sure all cooling openings/grids are not obstructed to confirm proper airflow.
- Your RVL receiver can be stored in a surrounding air temperature range of -5...+60 °C (23...140 °F).
- The relative humidity (RH) of the ambient air must be 80% non-condensing when your RVL receiver is operating or being stored.
« When planning the cable connections (see Table 10n page 4) and layout (see Figure 2 on page 4 and Figure 3 on page 5) of your RVL receiver:

- For electromagnetic compatibility (EMC), place the cables away from the source(s) of electric noise (such as power cables, high-voltage power sources,
transformers, electric welders, or radio frequency (RF) sources) that could compromise the quality of the signal.

- Do not place the RVL cable together with power cables unless an adequate insulation class is provided.
- The chassis of your RVL receiver must be connected to ground via the ground (earth) screw.

- Consider the placement of required components and the maximum length of the cables to connect your RVL receiver to other components.
Your RVL receiver provides long-distance video connection up to 100 m (328 ft).

Rockwell Automation Publication 6300V-INOO4C-EN-P - May 2024 3


https://www.rockwellautomation.com/en-us/support/documentation/product-certifications.html
https://www.rockwellautomation.com/en-us/support/documentation/product-certifications.html

ASEM Remote Video Link Receiver Installation Instructions

Table 1-1/0 Port Locations and LED Status Indicators

1/0 Ports Light Emitting Diode (LED) Status Indicators
Front View Note No. Description Note No.| LED Status Description
®@+. VIDEO 1 RVLIn 6 Video Green receiving video signal output
+: ;'UNNK @ o D @ 2 DVI-D Output 1 Link Green linked to the RVL transmitter
@7, ® PWR W 3 USB 2.0 8 Run | Flashing Green operating correctly
@ @ @ 4 24V DC Power Connection 9 Power Green receiving power
5 Ground (Earth) Screw

C} Approximate dimensions are in centimeters (inches). Dimensions are not for manufacturing purposes.

Figure 1- Approximate Dimensions: Bracket Mounting
Book Mount Style Installation

Shelf Mount Style Installation
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Figure 2 - Approximate Dimensions: DIN Rail Mounting
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ASEM Remote Video Link Receiver Installation Instructions

Figure 3 - RVL Receiver Placement
Industrial Monitor > RVL Receiver > Industrial PC with Integrated Transmitter
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RVL (Cat. 5E/Cat. 6 A connection) cable, 100 m (328 ft) maximum length

Required Equipment

To complete the installation of your RVL receiver, the following equipment is required.

Components |- Industrial monitor
Industrial PC with integrated transmitter or RVL transmitter (6300V-RVLDV-TX) and Industrial PC

DIN Rail (for DIN rail-mount installation only)

Cables « RVL(Cat. 5E/Cat. 6 A connection) cable, 100 m (328 ft) maximum length, quantity 1

DVI cable, shielded, 11 m (36 ft) maximum length

TIP: Two DVI cables are required if your installation requires a separate RVL transmitter (6300V-RVLDV-TX).
USB 2.0 cable, shielded, 11 m (36 ft) maximum length

TIP: Two USB 2.0 cables are required if your installation requires a separate RVL transmitter (6300V-RVLDV-TX).
24V DC (input voltage 18...32V DC) Safety extra low voltage (SELV) power supply

IMPORTANT: The SELV power supply must:
(a) satisfy the requirements of a safe extra low voltage (SELV) in accordance with IEC/EN/DIN EN/UL60950-1 and

(b) fulfill the requirements NEC Class 2 LPS in accordance with [EC/EN/DIN EN/UL60950-1.
Connect the system with a cable cross-section of 0.75 « 1.5 mm? (from AWG18 to AWG16 suitable in a minimum of 75 °C (167 °F).
TIP: The internal power supply is protected against reverse polarity. To minimize ground loop currents and noise, we recommend that your DC powered RVL receiver uses only
one grounded connection. See Install the Ground Wire on page 8 for the ground connection on these models.

Tools For book mount and shelf mount bracket attachment or DIN rail attachment: | For DC power connector assembly and ground wire installation:
« Drill and 4 mm drill bit « 2.5 mm hex screwdriver
« #2 Phillips screwdriver « Wire stripper, cutter, and crimper tool
« M&x20 stainless steel screws, quantity 4 « Cutting pliers
« Safety glasses

Rockwell Automation Publication 6300V-INOO4C-EN-P - May 2024



ASEM Remote Video Link Receiver Installation Instructions

Unpack your RVL Receiver

/7%,  Before you unpack your RVL receiver, inspect the shipping carton for damage. If damage is visible, immediately contact the shipper and request assistance.
&)/' If there is no visible damage, proceed with unpacking.

Your RVL receiver ships with the following items:
«  RVLreceiver, 6300V-RVLDV-RX
»  DC terminal block kit
«  Mounting kits
- Book mount kit: bracket (quantity 1) and screws (quantity 2)
- Shelf mount kit: brackets (quantity 2) and screws (quantity 4)
- DIN rail mount kit: rail hook (quantity 1)

Mount your RVL Receiver

IMPORTANT  If you will be installing your RVL receiver in an environment where vibration is present, your RVL receiver must be secured to a shelf, wall, or DIN rail
using one of the three mounting kits provided. If vibration is not present and you will not be mounting your RVL receiver to a wall, shelf, or DIN rail,
proceed to Connect your RVL Receiver on page 7.

Attach the Mounting Kit

Figure 4 - Bracket Attachment

Book Mount Style Installation Shelf Mount Style Installation
Bracket Bracket Bottom View
$) Side View racte ® Brackat
m———o— — — — w0 ®
® ©
©
©
® ©
m— o4 — — — {0 7 I8l
S L]
Figure 5 - DIN Rail Hook Attachment
Book Mount Style Installation Shelf Mount Style Installation
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I | | Vol °o
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lo | | o | Position with ) - »I* ?
Position vt | iNai ook | o L o
|| | DIN rail hook | upward o 1 °
| P [ / upward | | ] |/ : :
- S b L _@_ _
% | | [ 1], DIN Rail Hook
19 @ o b /
g | | ? ?
L |
C) : %= © | ® ®
T (e |
4 .
- - _ 1

1. Identify your mounting type in Figure & or Figure 5.
2. Insert the supplied screws (A) through the mounting holes of the bracket(s) (B) and into the mounting holes of your RVL receiver (C).

7%,  For DIN rail mounting types: Use the screws provided with the book mount kit.
&)J Be sure the DIN rail hook is properly positioned as shown in the DIN rail hook profile in Figure 5.

3. Tighten the screws with a 2.5 mm hex screwdriver to a torque value of 1...1.2 Nem (8.85...10.62 ftIb). to secure bracket(s) or DIN rail hook to your RVL receiver.
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ASEM Remote Video Link Receiver Installation Instructions

Secure your RVL Receiver

O
.
3.

Before securing the RVL receiver to the wall or shelf, be sure you are adhering to the Installation Site Guidelines on page 3.

Check that your RVL receiver is level and square.
Mark and drill pilot holes in the wall or shelf.

For book mount or shelf mount style installation with bracket(s): Insert the M4x20 mounting screws (not provided) through the mounting holes of the bracket and
into the pilot holes on the wall or shelf, then tighten the mounting screws.

For DIN rail installation: Position the DIN rail hook onto the DIN rail (not provided).

Connect your RVL Receiver

Follow the steps below to connect your RVL receiver.

Assemble the DC Terminal Block Kit

The connector assembly provides strain relief for the DC power wires by reducing their movement. Follow the steps below to assemble and attach the DC terminal block kit.

@ The DC terminal block in the photos is only for illustrative purposes. Your DC terminal block can differ in size, shape, and color to what is shown in the photos.
Table 2 - DC Terminal Block Connection Specifications
@ Note No. Description Attribute
@ @ @m 1 DC+ (24V DC nominal) recommended power wire size 1.5 mm? (16 AWG)
m:‘ 0Q [ar g 2 DC-(0V DC) recommended power wire size 1.5 mm? (16 AWG)
== ||| 0Q |0 3 Stripped wire length 7mm(0.275in)
@ @ SJ @W 4 Torque range to secure DC power wires 0.22...0.25 Nem (0.16...0.18 Ih«ft)
@ 5 Torque value to reinstall DC terminal block to computer 0.3 Nem (0.22 Ibeft)

Figure 6 - DC Terminal Block Assembly Steps

e

A
o

Open the DC terminal block (supplied) (A in Figure 6).
Insert the cable tie through the slots of the appropriate connector clamp (B in Figure 6).

Strip the end of each DC power wire to the length in Table 2.

IMPORTANT DC power wires must be of stranded copper and sized according to Table 2

Insert each stripped end into the DC terminal block as shown in Table 2.

Tighten the screws on top of the DC terminal block to secure the DC power wires to the torque value in Table 2.
Slide the connector half with the attached cable tie onto the end of the DC terminal block (C in Figure 6).
Tighten the cable tie so it is snug against the terminal wires.

Use cutting pliers to cut the excess cable tie (D in Figure 6).

Install the white label supplied with the kit (E in Figure 6).

f/j\ The white label can be used for identification or other information.
N ° 4

Align and install the other connector clamp half to complete the assembly (F in Figure 6).

When installed correctly, both tabs of the clamp half lock into place.

Reconnect the DC terminal block with the connector assembly to your RVL receiver.

Torque the DC terminal block flange screws to the values in Table 2.

Turn on the main power switch or breaker.

Tighten the screws on top of the DC terminal block to secure the DC power wires to the torque value in Table 2.
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Install the Ground Wire

1. Be sure that the main power switch or breaker is still turned off.
2. Remove the supplied nut, eyelet terminal, and washers from the ground screw on the side of your RVL receiver. @ @ @ ®®

1

See Table 1on page 4 for the ground screw location. : SRS >
3. Attach a 2.50 mm? (14 AWG) or larger external wire to the eyelet terminal. .

*/j Use a grounding wire with an insulation color that is approved by your local inspection authority. Note No. Description

N 4 1 Toothed washer
4. Strip 500 mm (0.20 in.) from the covering at the end of the grounding wire. 2 Eyelet terminal
5. Insert the stripped end of the grounding wire into the open end of the eyelet terminal, and crimp it securely to the wire. 3 Washer
6. Install the ground wire and washers to the ground screw in the sequence shown to the right. 4 Lock washer
7. Reinstall the ground screw to the chassis of your RVL transmitter. 5 Ground screw

IMPORTANT The chassis of your RVL receiver must be connected to ground via the ground screw.

8. Recommended: Supply the computer circuit be supplied with its own disconnect.
Use an uninterruptible power supply (UPS) to help protect against unexpected power failure or power surge.

Attach the 1/0 Cables and Power Cords

1. Attach the RVL cable, DVI-D Output, and USB 2.0 cable to the I/0 ports at the front of your RVL receiver. See Table 1 on page 4 to identify 1/0 port locations.
2. Connect the free end of the 1/0 cables and power cords to your hardware as shown in Figure 3.
3. Connect the free end of the power cords to your wall outlet.

Once power is supplied to your RVL receiver and other hardware, the LED status indicators will illuminate on the front of your RVL receiver.
See Table 1on page 4 for a description of each LED status indicator.

Additional Resources

This publication provides basic installation instructions. For more information, see the following Rockwell Automation publications at rok.auto/literature.

Resource Description

; : - 5 Provides detail on how to install, configure, operate, and troubleshoot the 6300V RVL receiver
ASEM 6300V RVL Receiver and RVL Transmitter User Manual, publication 6300V-UM001 and 6300V RVL transmitter.
ASEM 6300V RVL Transmitter Installation Instructions, publication 6300V-INO05 Provides installation instructions for a 6300V RVL transmitter

. . . . - - Provides a list of available accessories for 6300 industrial computers, monitors, RVL
Accessories for ASEM 6300 Industrial PCs and Industrial Monitors, publication 6300V-PCO01 receivers, and RVL transmitters.

Waste Electrical and Electronic Equipment (WEEE)

At the end of life, this equipment should be collected separately from any unsorted municipal waste.

Rockwell Automation maintains current product environmental compliance information on its website at rok.auto/pec.

Your comments help us serve your documentation needs better. If you have any suggestions on how to improve our content, complete the form at rok.auto/docfeedback.
For technical support, visit rok.auto/support.

Rockwell Otomasyon Ticaret A.S. Kar Plaza s Merkezi E Blok Kat:6 34752, icerenkdy, istanbul, Tel: +90 (216) 5698400 EEE Yonetmeligine Uygundur
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UNITED KINGDOM: Rockwell Automation Ltd., Pitfield, Kiln Farm, Milton Keynes, MK11 30R, United Kingdom, Tel: (44)(1908) 838-800
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