
Installation Instructions
Original Instructions
PowerFlex 755TS Drives DC Fuses and Fuse Holder Kits
Catalog Numbers 20-750-DCFH-51, 20-750-DCFH-NH1, 20-750-DCFH-NH1X, 20-750-DCFH-NH2, 20-750-DCFH-NH3, 20-750-DCFH-SQB7A,
20-750-DCFUSE1-nnA, 20-750-DCFUSE3-nnA, 20-750-DCFUSE3-nnnA, 20-750-DCFUSE3ES-nnA, 20-750-DCFUSE3S-nnnA,
20-750-DCFUSE4E-nnA, 20-750-DCFUSE5EFS-nnA, 20-750-DCFUSE5EFS-nnnA, 20-750-DCFUSE5S-nnnA, 20-750-DCFUSE6EFS-nnnA,
20-750-DCFUSE6S-nnnA, 20-750-DCFUSE7S-nnnnA

The DC fuse and fuse holder kits are recommended for short circuit protection of PowerFlex® 755TS DC input drives installed in common bus applications. These fuse kits 
provide short circuit and overload protection for PowerFlex 755TS frames 1...4, and short circuit protection for PowerFlex 755TS frames 5...7 and 7A as defined by UL and IEC 
fuse standards. For fuse ratings, specifications, and product compatibility, see the PowerFlex 750TS Products with TotalFORCE Control Technical Data,
publication 750-TD104.

Summary of Changes
This publication contains the following new or updated information. This list includes substantive updates only and is not intended to reflect all changes.

Product Advisories

Before You Begin
These system components are customer-supplied:

• DIN rail and mounting hardware for fuse holder kit catalog number 20-750-DCFH-51
• Mounting hardware for fuse holder kit catalog numbers 20-750-DCFH-NH1, 20-750-DCFH-NH1X, 20-750-DCFH-NH2, 20-750-DCFH-NH3, and 20-750-DCFH-SQB7A
• Appropriately sized, UL-listed, barrel lugs for installation on your power cables. For wire specifications and installation, see Power Wiring in the PowerFlex 750TS 

Products with TotalFORCE Control Installation Instructions, publication 750-IN119.
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Added the kit contents and dimensions for fuse holder catalog number 20-750-DCFH-SQB7A 5
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and fuse catalog numbers 20-750-DCFUSE7S-nnnnA. 7

Qualified Personnel

ATTENTION:      Only qualified personnel familiar with PowerFlex drive products and associated machinery should plan or implement the installation, 
startup, and subsequent maintenance of the system. Failure to comply can result in personal injury and/or equipment damage.

Personal Safety

ATTENTION: The information that is contained in this publication is merely a guide for proper installation. Rockwell Automation, Inc. cannot assume 
responsibility for the compliance or the noncompliance to any code, national, local or otherwise for the proper installation of this drive or associated 
equipment. A hazard of personal injury and/or equipment damage exists if codes are ignored during installation.

ATTENTION:        To avoid an electric shock hazard, the installer must provide guarding to shield exposed electrical equipment against accidental 
contact. Exposed electrical components that carry potentially hazardous voltages are identified in the PowerFlex 750-Series Product with TotalFORCE 
Control Hardware Service Manual, publication 750-TG100. When installing this equipment, consider the design and placement of guarding to help 
prevent personal injury of equipment damage

Product Safety

ATTENTION:       An incorrectly applied or installed drive system can result in component damage or a reduction in product life. Wiring or application 
errors such as an under-sized motor, incorrect or inadequate AC supply, a corrosive environment, or excessive surrounding air temperatures can result 
in malfunction of the system.

https://literature.rockwellautomation.com/idc/groups/literature/documents/in/750-in119_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/td/750-td104_-en-p.pdf


PowerFlex 755TS Drives DC Fuses and Fuse Holder Kits Installation Instructions
Fuse Holder Kit Contents and Approximate Dimensions
Each fuse holder kit contains two fuse holders. Use these dimensions to prepare the mounting surface for the fuse holder kit installation. Fuse holder kits do not include DIN 
rail or mounting hardware. All dimensions that are provided in these drawings are in millimeters and (inches).

Fuse Holder Catalog Number 20-750-DCFH-51 Approximate Dimensions

Fuse Holder Catalog Number 20-750-DCFH-NH1 Approximate Dimensions

Solid Wire: 1.5…35 mm2 (#8…16 AWG)
Stranded Wire: 1.5…25 mm2 (#6…16 AWG)

Fuse Holder Terminal Torque:
2.5…3.0 N•m (22.0…27.0 lb•in)

26.5
(1.04)

76.0
(3.00)

49.5
(1.95)

DIN Rail is Customer Supplied

Use with Fuse Kit Cat. No.: 20-750-DCFUSE1-nnA

Fuse Holder Mount Torque:
20.0 N•m (177.0 lb•in)

Fuse Holder Terminal Torque:
32.0 N•m (283.2 lb•in)

10.0 (0.39)

82.5
(3.25)

50.0
(1.97)

200.1
(7.88)

175.0
(6.89)

81.0
(3.19)

30.0 (1.18)

16.5 (0.65)

Use with Fuse Kit Cat. No.:
20-750-DCFUSE3-nnA,

20-750-DCFUSE3-nnnA,
20-750-DCFUSE3ES-nnA,
20-750-DCFUSE3S-nnnA
2 Rockwell Automation Publication 750-IN121B-EN-P - January 2026



PowerFlex 755TS Drives DC Fuses and Fuse Holder Kits Installation Instructions
Fuse Holder Catalog Number 20-750-DCFH-NH1X Approximate Dimensions

Fuse Holder Catalog Number 20-750-DCFH-NH2 Approximate Dimensions

Fuse Holder Mount Torque:
20.0 N•m (177.0 lb•in)

Fuse Holder Terminal Torque:
32.0 N•m (283.2 lb•in)

10.5 (0.41)

82.6
(3.25)

55.0
(2.16)

257.0
(10.12)

232.0
(9.13)
138.0
(5.43)

30.0 (1.18)

16.5 (0.65)

Use with Fuse Kit Cat. No.:
20-750-DCFUSE4E-nnA

Fuse Holder Mount Torque:
20.0 N•m (177.0 lb•in)

Fuse Holder Terminal Torque:
32.0 N•m (283.2 lb•in)

10.0 (0.39)

88.0
(3.46)

50.0
(1.97)

230.0
(9.05)

200.0
(7.87)

81.0
(3.19)

30.0 (1.18)

16.5 (0.65)

Use with Fuse Kit Cat. No.:
20-750-DCFUSE5EFS-nnA,
20-750-DCFUSE5EFS-nnnA,

20-750-DCFUSE5S-nnnA
Rockwell Automation Publication 750-IN121B-EN-P - January 2026 3



PowerFlex 755TS Drives DC Fuses and Fuse Holder Kits Installation Instructions
Fuse Holder Catalog Number 20-750-DCFH-NH3 Approximate Dimensions

Fuse Holder Mount Torque:
20.0 N•m (177.0 lb•in)

Fuse Holder Terminal Torque:
32.0 N•m (283.2 lb•in)

30.0 (1.18)

16.5 (0.65)

10.5 (0.41)

98.9
(3.89)

240.0
(9.45)

210.0
(8.26)
81.0

(3.19)

55.0
(2.16)

Use with Fuse Kit Cat. No.:
20-750-DCFUSE6EFS-nnnA,

20-750-DCFUSE6S-nnnA
4 Rockwell Automation Publication 750-IN121B-EN-P - January 2026



PowerFlex 755TS Drives DC Fuses and Fuse Holder Kits Installation Instructions
Fuse Holder Catalog Number 20-750-DCFH-SQB7A Approximate Dimensions

Fuse Kit Contents and Approximate Dimensions
Each fuse kit contains two fuses. All dimensions that are provided in these drawings are in millimeters and (inches).

Fuse Approximate Dimensions

Max. Rated Cable Connection Torque (P1):
48.0 N•m (424.8 lb•in)

Rated Fuse Clamping Torque (P2):
48.0 N•m (424.8 lb•in)

Fuse Base Mounting Torque (P3):
15.0 N•m (132.8 lb•in)

Max. Fuse Holder to Base Torque (P4):
5.0 N•m (44.3 lb•in)

60.0 (2.36

180.0 (7.09)

P4

82.0
(3.23)

205.0
(8.07)

25.0
(0.98)

115.0
(4.53)

85.0
(3.35)

Use with Fuse Kit Cat. No.:
20-750-DCFUSE7S-nnnnA,

P3P1

40.0
(1.57)

P2

63.8
(2.5)

Catalog Numbers: 20-750-DCFUSE3-nnA, 20-750-DCFUSE3-nnnA,
20-750-DCFUSE3ES-nnA, 20-750-DCFUSE3S-nnnA

134.7
(5.3)

42.0
(1.7)

63.8
(2.5)

188.6
(7.4)

42.0
(1.7)

Catalog Number: 20-750-DCFUSE4E-nnA

Use with Fuse Holder Kit Cat. No.: 20-750-DCFH-NH1 Use with Fuse Holder Kit Cat. No.: 20-750-DCFH-NH1X
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PowerFlex 755TS Drives DC Fuses and Fuse Holder Kits Installation Instructions
Fuse Approximate Dimensions, Continued

71.3
(2.8)

Catalog Numbers: 20-750-DCFUSE5EFS-nnA, 20-750-DCFUSE5EFS-nnnA,
20-750-DCFUSE5S-nnnA

148.0
(5.8)

59.0
(2.3)

85.4
(3.4)

150.4
(5.9)

73.0
(2.9)

Catalog Numbers: 20-750-DCFUSE6EFS-nnnA, 20-750-DCFUSE6S-nnnA

Use with Fuse Holder Kit Cat. No.: 20-750-DCFH-NH2 Use with Fuse Holder Kit Cat. No.: 20-750-DCFH-NH3

Catalog Numbers: 20-750-DCFUSE7S-nnnnA

Use with Fuse Holder Kit Cat. No.: 20-750-DCFH-SQB7A

35.0
(1.38)

11.0 - 0.5 (0.43 - 0.02)

82.4
(3.24) max.

106.0 ± 1.6
(4.17 ± 0.06)

139.0 ± 1.8
(5.47 ± 0.07)

11.0 - 0.5
(0.43 - 0.02)

73.0
(2.87)

6.0
(0.23)

73.0
(2.87)
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PowerFlex 755TS Drives DC Fuses and Fuse Holder Kits Installation Instructions
Required Tools

Installation Instructions

Follow these steps to install the DC fuse holder and fuses.
1. Review the Product Advisories on page 1.
2. Verify that the system is de-energized.
3. Install the lugs on the end of the power cables according to the manufacturer’s instructions.
4. Install the fuse holder (see Fuse Holder Kit Contents and Approximate Dimensions on page 2 for mounting torque specifications).
5. Install the power cable lugs on the fuse terminals (see Fuse Holder Kit Contents and Approximate Dimensions on page 2 for torque specifications).
6. Insert the fuse in the fuse holder.
7. For fuse holder catalog number 20-750-DCFH-SQB7A and fuses catalog numbers 20-750-DCFUSE7S-nnnnA tighten the nuts on the fuse clamps to the specified 

torque on page 5.

Additional Resources
These documents contain additional information concerning related products from Rockwell Automation.

You can view or download publications at rok.auto/literature.

Tool Description Details
Crimp tools For cable terminals 1.5…240
Drill w/bits Appropriate size for mounting surface preparation
Torque wrench 1...12 N•m (8.8…106 lb•in), 6...50 N•m (53…443 lb•in)

ATTENTION: National codes and standards (NEC, BSI, and so forth) and local codes outline provisions for safely installing electrical equipment. 
Installation must comply with specifications regarding wire types, conductor sizes, branch circuit protection, and disconnect devices. Failure to do so 
can result in personal injury and/or equipment damage.

Resource Description
PowerFlex 750TS Products with TotalFORCE Control Installation Instructions, publication 750-
IN119 Provides the basic steps to install PowerFlex 755TS drives.

PowerFlex 750TS Products with TotalFORCE Control Technical Data publication 750-TD104
Provides detailed information on:
• Drive specifications
• Option specifications
• Fuse and circuit breaker ratings

Drives in Common Bus Configurations with PowerFlex 755T Bus Supplies Application Technique, 
publication DRIVES-AT005

Provides the necessary guidelines, considerations, and limitations for the proper application of 
Allen-Bradley® drives used in common bus configurations.

Wiring and Grounding Guidelines for Pulse Width Modulated (PWM) AC Drives,
publication DRIVES-IN001 Provides basic information to properly wire and ground PWM AC drives.

Safety Guidelines for the Application, Installation, and Maintenance of Solid-state Control,
publication SGI-1.1

Designed to harmonize with NEMA Standards Publication No. ICS 1.1-1987 and provides general 
guidelines for the application, installation, and maintenance of solid-state control in the form 
of individual devices or packaged assemblies incorporating solid-state components.

Industrial Automation Wiring and Grounding Guidelines, publication 1770-4.1 Provides general guidelines for installing a Rockwell Automation industrial system.
Product Certifications website, rok.auto/certifications Provides declarations of conformity, certificates, and other certification details.
Rockwell Automation Publication 750-IN121B-EN-P - January 2026 7

https://literature.rockwellautomation.com/idc/groups/literature/documents/in/750-in119_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/in/750-in119_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/td/750-td104_-en-p.pdf
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Rockwell Otomasyon Ticaret A.Ş. Kar Plaza İş Merkezi E Blok Kat:6 34752  İçerenköy, İstanbul, Tel: +90 (216) 5698400 EEE Yönetmeliğine Uygundur

Allen-Bradley, expanding human possibility, PowerFlex, and Rockwell Automation are trademarks of Rockwell Automation, Inc.
Trademarks not belonging to Rockwell Automation are property of their respective companies.

Waste Electrical and Electronic Equipment (WEEE)

Rockwell Automation maintains current product environmental compliance information on its website at rok.auto/pec.

At the end of life, this equipment should be collected separately from any unsorted municipal waste.

Rockwell Automation Support
Use these resources to access support information.

Documentation Feedback
Your comments help us serve your documentation needs better. If you have any suggestions on how to improve our content, complete the form at rok.auto/docfeedback.

Technical Support Center Find help with how-to videos, FAQs, chat, user forums, Knowledgebase, and product notification updates. rok.auto/support
Local Technical Support Phone Numbers Locate the telephone number for your country. rok.auto/phonesupport
Technical Documentation Center Quickly access and download technical specifications, installation instructions, and user manuals. rok.auto/techdocs
Literature Library Find installation instructions, manuals, brochures, and technical data publications. rok.auto/literature
Product Compatibility and Download Center (PCDC) Download firmware, associated files (such as AOP, EDS, and DTM), and access product release notes. rok.auto/pcdc
Publication 750-IN121B-EN-P - January 2026 | Supersedes Publication 750-IN121A-EN-P - March 2022
Copyright © 2026 Rockwell Automation, Inc. All rights reserved. Printed in the U.S.A.

 
 

https://rok.auto/pec
https://rok.auto/support
https://rok.auto/phonesupport
https://rok.auto/techdocs
https://rok.auto/literature
https://rok.auto/pcdc
https://literature.rockwellautomation.com/idc/groups/literature/documents/du/ra-du002_-en-e.pdf
https://rok.auto/docfeedback
https://www.instagram.com/rokautomation/
https://www.linkedin.com/company/rockwell-automation
https://twitter.com/ROKAutomation
https://www.facebook.com/ROKAutomation/
https://www.rockwellautomation.com/

	PowerFlex 755TS Drives DC Fuses and Fuse Holder Kits
	Summary of Changes
	Product Advisories
	Before You Begin
	Fuse Holder Kit Contents and Approximate Dimensions
	Fuse Kit Contents and Approximate Dimensions
	Required Tools
	Installation Instructions
	Additional Resources
	Back Cover



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.6
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 1
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


