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Kinetix 2090 Feedback Cable for Kinetix Motors with PowerFlex 750-Series Drives

Catalog Number 2090-CFBM7DF-CFAFxx

ATTENTION: Read this document and the documents listed in the Additional Resources section about installation, configuration and operation of this equipment before you install, configure, operate or
maintain this product. Users are required to familiarize themselves with installation and wiring instructions in addition to requirements of all applicable codes, laws, and standards.

Activities including installation, adjustments, putting into service, use, assembly, disassembly, and maintenance are required to be carried out by suitably trained personnel in accordance with applicable
code of practice. If this equipment is used in a manner not specified by the manufacturer, the protection provided by the equipment may be impaired.
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ATENCION: Antes de instalar, configurar, poner en funcionamiento o realizar el mantenimiento de este producto, lea este documento y los documentos listados en la seccion Recursos adicionales acerca de
la instalacion, configuracion y operacion de este equipo. Los usuarios deben familiarizarse con las instrucciones de instalacion y cableado y con los requisitos de todos los cddigos, leyes y estandares
vigentes.

El personal debidamente capacitado debe realizar las actividades relacionadas a la instalacion, ajustes, puesta en servicio, uso, ensamblaje, desensamblaje y mantenimiento de conformidad con el cédigo
de practica aplicable. Si este equipo se usa de una manera no especificada por el fabricante, la proteccion provista por el equipo puede resultar afectada.

ATENGAQO: Leia este e os demais documentos sobre instalagdo, configuragdo e operagdo do equipamento que estao na secao Recursos adicionais antes de instalar, configurar, operar ou manter este
produto. Os usuarios devem se familiarizar com as instrugdes de instalagao e fiagao além das especificacdes para todos os cddigos, leis e normas aplicaveis.

E necessario que as atividades, incluindo instalago, ajustes, colocagao em servico, utilizagao, montagem, desmontagem e manutenco sejam realizadas por pessoal qualificado e especializado, de acordo
com o codigo de prética aplicavel.

Caso este equipamento seja utilizado de maneira nao estabelecida pelo fabricante, a protecao fornecida pelo equipamento pode ficar prejudicada.

BHUMAHME: Mepea Tem Kak ycTaHaB/MBaTb, HACTPanBaTh, SKCMYaTMpoBaTh UK 06CNyXVBaTb AaHHOE 060PYAOBAHME, MPOYNTANTE STOT AOKYMEHT U AOKYMEHTI,
nepeynic/ieHHble B pasgene «/JonoNHUTeNbHbIe pecypcbl». B 3TVX A0KyMeHTax 1310XeHbl CBeeHNs 06 yCTaHOBKE, HacTpoWKe 1 3KCrayaTaummn JaHHOro 060pyA0BaHMS.
MNMonb3oBaTenn 06s3aHbl 03HAKOMUTLCSA C NHCTPYKUUSAMK NO yCTaHOBKe U Npoknajke COe,Cl,I/IHeHI/II?I, a TakXe C TpesOBaHVIﬂMI/I BCexX NpMeHNMbIX HOPM, 3aKOHOB U
CTaHAapTOB.

Bce p,p'elﬁpcmm, BKJ/IOYas YCTaHOBKY, HaNaAKy, BBOZ B 3KCMayaTaLuio, UCMob30BaHMe, CbopKy, pa3bopky 1 TeXxHUYeckoe 06CyXnBaHMe, L01XKHbI BbIMONHATLCS 06yYeHHbIM
nepcoHasioM B COOTBETCTBUW C NPUMEHUMbIMN HOpMaMu 1 NpaBuiamMu.

Ecnn obopyaoBaHve NCNo/b3yeTcs He NpesycMOTPEHHbBIM NPOU3BoAMTeNeM 06pa3oM, 3aLLmMTa 060pyA0BaHNS MOXET 6bITb HapyLLeHa.
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ACHTUNG: Lesen Sie dieses Dokument und die im Abschnitt ,Weitere Informationen“aufgefiihrten Dokumente, die Informationen zu Installation, Konfiguration und Bedienung dieses Produkts enthalten,
bevor Sie dieses Produkt installieren, konfigurieren, bedienen oder warten. Anwender miissen sich neben den Bestimmungen aller anwendbaren Vorschriften, Gesetze und Normen zusétzlich mit den
Installations- und Verdrahtungsanweisungen vertraut machen.

Arbeiten im Rahmen der Installation, Anpassung, Inbetriebnahme, Verwendung, Montage, Demontage oder Instandhaltung diirfen nur durch ausreichend geschulte Mitarbeiter und in Ubereinstimmung mit
den anwendbaren Ausfiihrungsvorschriften vorgenommen werden.

Wenn das Gerat in einer Weise verwendet wird, die vom Hersteller nicht vorgesehen ist, kann die Schutzfunktion beeintrachtigt sein.

ATTENTION : Lisez ce document et les documents listés dans la section Ressources complémentaires relatifs a linstallation, la configuration et le fonctionnement de cet équipement avant d'installer,
configurer, utiliser ou entretenir ce produit. Les utilisateurs doivent se familiariser avec les instructions d'installation et de cablage en plus des exigences relatives aux codes, lois et normes en vigueur.
Les activités relatives a linstallation, le réglage, la mise en service, ['utilisation, l'assemblage, le démontage et I'entretien doivent étre réalisées par des personnes formees selon le code de pratique en
vigueur.

Si cet équipement est utilisé d'une fagon qui na pas été définie par le fabricant, la protection fournie par Iéquipement peut étre compromise.
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ATTENZIONE Prima di installare, configurare ed utilizzare il prodotto, o effettuare interventi di manutenzione su di esso, leggere il presente documento ed i documenti elencati nella sezione “Altre risorse”,
riguardanti l'installazione, la configurazione ed il funzionamento dell'apparecchiatura. Gli utenti devono leggere e comprendere le istruzioni di installazione e cablaggio, oltre ai requisiti previsti dalle leggi,
codici e standard applicabili.

Le attivita come installazione, regolazioni, utilizzo, assemblaggio, disassemblaggio e manutenzione devono essere svolte da personale adeguatamente addestrato, nel rispetto delle procedure previste.
Qualora 'apparecchio venga utilizzato con modalita diverse da quanto previsto dal produttore, la sua funzione di protezione potrebbe venire compromessa.

DIKKAT: Bu iiriiniin kurulumu, yapilandinimas, isletilmesi veya bakimi Gncesinde bu dokiimani ve bu ekipmanin kurulumu, yapilandinimast ve isletimi ile ilgili ilave Kaynaklar béliimiinde yer listelenmis
dokiimanlari okuyun. Kullanicilar yiiriirliikteki tim yonetmelikler, yasalar ve standartlarin gereksinimlerine ek olarak kurulum ve kablolama talimatlarini da 6grenmek zorundadr.

Ku&%um, aylelrlljgl(na, hizmete alma, kullanma, parcalari birlestirme, parcalari sokme ve bakim gibi aktiviteler sadece uygun egitimleri almis kisiler tarafindan yiirirlikteki uygulama ydnetmeliklerine uygun
sekilde yapilabilir.

Bu ekipman dretici tarafindan belirlenmis amacin diginda kullanilirsa, ekipman tarafindan saglanan koruma bozulabilir.
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POZOR: NeZ zacnete instalovat, konfigurovat i provozovat tento vyrobek nebo provadét jeho Udrzbu, pfectéte si tento dokument a dokumenty uvedené v ¢asti Dodatecné zdroje ohledné instalace,
konfigurace a provozu tohoto zafizeni. Uzivatelé se museji vedle pozadavk( viech relevantnich vyhlasek, zakond a norem nutné seznamit take s pokyny pro instalaci a elektrické zapojeni.

Cinnosti zahrnujici instalaci, nastaveni, uvedeni do provozu, uzivani, montaz, demontéz a Gidrzbu musi vykonavat vhodné proskoleny personal v souladu s pfislusnymi provadécimi predpisy.

Pokud se toto zafizeni pouziva zpisobem neodpovidajicim specifikaci vjrobce, miize byt narusena ochrana, kterou toto zafizeni poskytuje.

UWAGA: Przed instalacja, konfiguracja, uzytkowaniem lub konserwacja tego produktu nalezy przeczytac niniejszy dokument oraz wszystkie dokumenty wymienione w sekcji Dodatkowe Zrodta omawiajace
instalacje, konfiguracje i procedury uzytkowania tego urzadzenia. Uzytkownicy maja obowigzek zapoznac sig z instrukcjami dotyczacymi instalacji oraz oprzewodowania, jak réwniez z obowigzujacymi
kodeksami, prawem i normami.

Dziatania obejmujace instalacje, regulacje, przekazanie do uzytkowania, uzytkowanie, montaz, demontaz oraz konserwacje musza by¢ wykonywane przez odpowiednio przeszkolony personel zgodnie z
obowiazujacym kodeksem postgpowania.

Jesli urzadzenie jest uzytkowane w sposob inny niz okreslony przez producenta, zabezpieczenie zapewniane przez urzadzenie moze zostac ograniczone.

0BS! Lis detta dokument samt dokumentet, som stir listat i avsnittet vriga resurser, om installation, konfigurering och drift av denna utrustning innan du installerar, konfigurerar eller bdrjar anvénda eller
utfdra underhéllsarbete pa produkten. Anvandare méste bekanta sig med instruktioner fér installation och kabeldragning, forutom krav enligt géilande koder, lagar och standarder.

Atgérder som installation, justering, service, anvandning, montering, demontering och underhalisarbete maste utfdras av personal med ldmplig utbildning enligt Iimpligt bruk.

Om denna utrustning anvands pa ett sétt som inte anges av tillverkaren kan det handa att utrustningens skyddsanordningar forsatts ur funktion.

LET OP: Lees dit document en de documenten die genoemd worden in de paragraaf Aanvullende informatie over de installatie, configuratie en bediening van deze apparatuur voordat u dit product
installeert, configureert, bediend of onderhoudt. Gebruikers moeten zich vertrouwd maken met de installatie en de bedradingsinstructies, naast de vereisten van alle toepasselijke regels, wetten en normen.
Activiteiten zoals het installeren, afstellen, in gebruik stellen, gebruiken, monteren, demonteren en het uitvoeren van onderhoud mogen uitsluitend worden uitgevoerd door hiervoor opgeleid personeel en in
overeenstemming met de geldende praktijkregels.

Indien de apparatuur wordt gebruikt op een wijze die niet is gespecificeerd door de fabrikant, dan bestaat het gevaar dat de beveiliging van de apparatuur niet goed werkt.

1]

SoiA Tk 2o BL|Ct.




Specifications

These cable pinouts apply to select Kinetix 2090 SpeedTec (M7) cables in applications that include PowerFlex® 750-Series low-voltage drives with compatible Kinetix motors or actuators. The compatible motors include:
Kinetix® MM Main Mators, Kinetix VPC (Hiperface and EnDat only), Kinetix MP, Kinetix LDC, and Kinetix LDL motors. The cable can also be used with the Kinetix LDAT and Kinetix MPAS linear actuators.

Feedback Cable Pinouts (Premolded Connector and Flying Leads) Fe—-——-—- -
| ; SpeedTec Connector to Motor
! g
Feedback Cable Type Cable Cat. No.\" o N
Feedback cable (continuous-flex) 2090-CFBM7DF-CFAFxx ! z::* ; . Zﬁi‘z’é‘clvii'a/;kl . ! :
2 - |, ite/Blad L
(1) xxare the lengths offered: 3, 5,9, 12, 15, 20, 30, 40, 60, or 90 meters. 3 05+ n 26 AWG Red i
4 | s L 26 AWG White/Red o
5 DATA+ 'y 26 AWG Green A 1!
ATTENTION: Unmounted motors, disconnected mechanical couplings, 6 DATA- il 26 AWG White/Green r
loose shaft keys, and disconnected cables are dangerous if power is 9m | EPWRSV r 16 AWG Gray i
applied. Disassembled equipment must be appropriately identified 10 ECOM T 16 AWG White/Gray r
(tagged-out) and access to electrical power restricted (locked-out). 1o [ ePwRov T aweo O
Before applying power to the motor, remove the shaft key and other \ T : 0 22AWGWh‘%qg 0 : T
mechanical couplings that could be thrown from the shaft. Failure to B To+ — ite/Orange |
observe these safety procedures can result in personal injury. u@ | TS [ 26 AWG Blue P! Notes:
ATTEN':'ION: Vertify that cu?lneptionls&re inztlalled andtrestrained to 15 SPARE ! 1 >< 26 AWG White/Blue >< 1 ! (1) For 230V, use the 5 volt power
prevent uneven tension or flexing at the cable connectors. 160 | PT1 o 26AWGYellow o | 1 supply with the Kinetix MP motors.
Refer to PowerFlex 750-Series Universal Feedback Encoder Option e | m [ 26 AWG White/Yellow o For all other motors, use the 9 volt
Module and SSI Full Digital Feedback Encoder, publication 750-SB008 T 7 26 WG T |
and PowerFlex 750-Series I/0, Feedback, and Power Option Modules, 7 L b rown — power supply.
publication 750-INTI for additional information. 8 | Gk (L) J6AWGWhie/Brown )} .\ (2)Pin 13 and 14 are isolated from
) ECOM v v other commons and are dedicated
777777777 ‘o _ _DRAN ;1 tothethermal switch input.
Additional Resources T \ | \7 (3) Pin 16 and 17 get connected to the
o ) ) b - e Lo 110 card in the PowerFlex drive.
These documents contain additional information concerning related products from -
Rockwell Automation. ® Wire Connection 1 Shield 8 Twisted Wire Pair
Resource Description

Provides catalog numbers and product specifications, including performance, environmental,
certifications, load force, and dimension drawings for Allen-Bradley® rotary motors. Provides product
specifications for Kinetix MMA, Kinetix MPL, MPM, MPF, and MPS, Kinetix TL and TLY, Kinetix TLP, and
Kinetix HPK rotary motors.

Kinetix Rotary Motion Specification Technical Data, publication KNX-TD001

Provides product specifications for Kinetix MPAS and MPMA linear stages, Kinetix VPAR, MPAR, and MPAI

Kinetix Linear Motion Specificatians Technical Data, publication KNX-T0002 electric cylinders, Kinetix LDAT linear thrusters, and Kinetix LDC linear motors.

Provides product specifications for Kinetix 2090 motor and interface cables, low-profile connector kits,

Kinetix Motion Accessories Specifications Technical Data, publication KNX-TD004 drive power components, and other servo drive accessory items.

Provides an overview of Kinetix servo drives, motors, actuators, and motion accessories designed to

Kinetix Motion Control Selection Guide, publication KNX-SG001 help make initial decisions for the motion control products best suited for your system requirements.

Information, examples, and techniques designed to minimize system failures caused by electrical

System Design for Control of Electrical Noise Reference Manual, publication GMC-RMOO1 noise

This document contains methodologies for the proper test and setup of permanent magnet motors
PowerFlex 750-Series Configuration with Permanent Magnet Motors Application Tuning, publication 750-AT004 with the PowerFlex 755 drive, using PM flux vector (FV) mode, and the PowerFlex 750-Series drives
using [PM FV mode.

This document explains the basic steps for mechanical installation and for connecting incoming power,

PowerFlex 750-Series AC Drives Installation Instructions, publication 750-INOQ1 the motor, and basic 1/0 to the PowerFlex 750-Series Adjustable Frequency AC drive.

This manual provides procedures for the mechanical and electrical installation of PowerFlex 750-Series
products with TotalFORCE™ control. This manual includes the basic steps to transport, position, and
join the product enclosures, to make internal electrical connections, to connect power and the motor,
and to wire basic 1/0.

PowerFlex 750-Series Products with TotalFORCE Control Installation Instructions, publication 750-IN100

Industrial Automation Wiring and Grounding Guidelines, publication 1770-4.1 Provides general guidelines for installing a Rockwell Automation® industrial system.

Product Certifications website rok.auto/certifications Provides declarations of conformity, certificates, and other certification details.

You can view or download publications at rok.auto/literature.

Waste Electrical and Electronic Equipment (WEEE)

At the end of life, this equipment should be collected separately from any unsorted municipal waste.

Rockwell Automation maintains current product environmental compliance information on its website at rok.auto/pec.

Your comments help us serve your documentation needs better. If you have any suggestions on how to improve our content, complete the form at rok.auto/docfeedback.
For technical support, visit rok.auto/support.

Rockwell Otomasyon Ticaret A.S. Kar Plaza Is Merkezi E Blok Kat:6 34752, igerenkdy, istanbul, Tel: +90 (216) 5698400 EEE Yonetmeligine Uygundur

Connect with us. n @

rockwellautomation.com - expanding human possibility”
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AMERICAS: Rockwell Automation, 1201 South Second Street, Milwaukee, W1 53204-2496 USA, Tel: (1) 414.382.2000, Fax: (1) 414.382.4444
EUROPE/MIDDOLE EAST/AFRICA: Rockwell Automation NV, Pegasus Park, De Kleetlaan 12a, 1831 Diegem, Belgium, Tel: (32)2 663 0800, Fax: (32) 2 663 0640
ASIA PACIFIC: Rockwell Automation, Level 14, Core F, Cyberport 3, 100 Cyberport Road, Hong Kong, Tel: (852) 2887 4788, Fax: (852) 2508 1846
Allen-Bradley, expanding human possibility, Kinetix, PowerFlex, Rockwell Automation, and TotalF ORCE are trademarks of Rockwell Automation, Inc.
Trademarks not belonging to Rockwell Automation are property of their respective companies.
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		AR		NA		NA		Article/Editorial/Byline		NA		NA		Presale / Internal

								 (press releases should not be checked into DocMan or printed)

		AT		B3, B4		D5		Application techniques		5		100		Presale / External

		BR		A2 Primary, A1		NA		Brochures		5		100		Presale / External

		CA		C2 Primary, C1		NA		Catalogue		1		50		Presale / External

		CG		NA		NA		Catalogue Guide		1		50		Presale / External

		CL		NA		NA		Collection		5		50		Presale / External

		CO		A5, A6, A9		D5		Company Confidential Information		NA		NA		NA / Confidential

		CP		E-only		E-only, D5		Competitive Information		5		50		NA / Confidential

		DC		E-only		E-only		Discount Schedules		NA		NA		Presale / Internal

		DI		A1, A3		NA		Direct Mail		5		100		Presale / Internal

		DM		NA		NA		Product Demo		5		50		Presale / Internal

		DS		B3		D5		Dimensions Sheet		1		5		Post / External

		DU		B3		D5		Document Update		1		5		Post / External

		GR		B2		D6		Getting Results		1		5		Post / External

		IN		B3 Primary, B2		D5, D6		Installation instructions		1		5		Post / External

		LM		NA		NA		Launch Materials		5		50		Presale / Internal

		PC		B3		D5		Packaging Contents

		PL		E-only primary, B3		E-only		Price List		5		50		Presale / Internal

		PM		B2		D6		Programming Manual		1		5		Post / External

		PP		A3		D1		Profile (Single Product or Service). NOTE: Application Solutions are to be assigned the AP pub type.		5		100		Presale / External

		QR		B2 primary, B3, B5		D5, D6		Quick Reference		1		5		Post / External

		QS		B2 primary, B3, B5		D5, D6		Quick Start		1		5		Post / External

		RM		B2		D5, D6		Reference Manual		1		5		Post / External

		RN		B3		D5		Release Notes		1		5		Post / External

		SG		B1 Primary, B4		D5, D6		Selection Guide Colour		5		50		Presale / External

		SG		B2		D5, D6		Selection Guide B/W		5		50		Presale / External

		SP		A1, A2, A3, A4		NA		Sales Promotion NOTE: Service profiles are to be assigned the PP pub type.		5		100		Presale / Internal

		SR		B2, B3		D5, D6		Specification Rating Sheet		5		100		Presale / External

		TD		B2 Primary B3, B4, B5		D5, D6		Technical Data		5		50		Presale / External

		TG		B2, B3		D6		Troubleshooting Guide		1		5		Post / External

		UM		B2 Primary, B4		D6		User Manual B/W		1		5		Post / External

		WD		B3		D5		Wiring Diagrams / Dwgs		1		5		Post / Internal

		WP		B3 Primary, B5		D5		White Paper		5		50		Presale / External

		** Minimum order quantities on all POD items are based on the publication length. **

		Publication length		Minimum Order Quantity

		77 or more pages		1 (no shrink wrap required)

		33 to 76 pages		25

		3 to 32 pages		50

		1 or 2 pages		100



		Pre-sale / Marketing

		All paper in this category is White Brightness, 90% or better. Opacity 90% or better

		Category		Color Options		AP, EMEA Paper Requirements		Canada, LA, US Paper Requirements

		A1		4 color		170 gsm  2pp		100# gloss cover, 100# gloss text

		A2		4 color		170 gsm  , folded, 4pp		100# gloss cover, 80# gloss text

		A3		4 color 		Cover 170 gsm  with           Body 120 gsm, > 4pp		80# gloss cover, 80# gloss text

		A4		2 color		170gsm Silk – 120gsm Silk		80# gloss cover, 80# gloss text

		A5		2 color		170gsm Silk – 120gsm Silk		80# gloss cover, 80# matt sheet text

		A6		1 color		170gsm Silk – 120gsm Silk		80# gloss cover, 80# matt sheet text

		A7		4 color cover
2 color text
Selection Guide		Category being deleted		10 Point Cover C2S
50# matte sheet text

		A8		4 color cover		Category being deleted		50# matte sheet text, self cover

				2 color text

				Selection Guide

		A9		2 color		100gsm bond		50# matte sheet text, self cover

				Selection Guide

				Gray shading indicates Obsolete Print Catagories



		Post Sale / Technical Communication

		Category		Color Options		AP, EMEA Paper Requirements		Canada, LA, US Paper Requirements

		B1		4 color cover		270gsm Gloss 100gsm bond		10 Point Cover C2S

				2 color text				50# matte sheet text

		B2		1 color		160gsm Colortech & 100gsm Bond		90# Cover
50# matte sheet text

		B3		1 color		100gsm bond		50# matte sheet text, self cover

		B4		2 color		160gsm Colortech & 100gsm Bond		90# Cover
50# matte sheet text

		B5		2 color		100gsm bond		50# matte sheet text, self cover



		Catalogs

		Category		Color Options		AP, EMEA Paper Requirements		Canada, LA, US Paper Requirements

		 C1		4 color cover		270gsm Gloss 90gsm silk		10 Point Cover C2S

				4 color text				45# Coated Sheet

		C2		4 color cover		270gsm Gloss 80gsm silk		10 Point Cover C2S

				2 color text				32#-33# Coated Sheet



		Print on Demand by Print Vendor (POD)

		All paper in this category is White Brightness, 82% or better.  Opacity 88% or better

		Category		Color Options		AP, EMEA Paper Requirements		Canada, LA, US Paper Requirements

		D1		4 color		170gsm white silk		80# gloss cover, coated 2 sides

		D2		4 color		120gsm white silk		80# gloss text, coated 2 sides, self cover

		D3		4 color		Cover 170gsm  with           Body 120gsm		80# gloss cover, 80# gloss text coated 2 sides

		D4		1 color		160gsm tab		90# index

		D5		1 color		80gsm bond		20# bond, self cover

		D6		1 color		Cover 160gsm tab with Body 80gsm bond		90# index, 20# bond

		D7		2 color		160gsm tab		90# index

		D8		2 color		80gsm bond		20# bond, self cover

		D9		2 color		Cover 160gsm tab with Body 80gsm bond		90# index, 20# bond

		D10		Combination: 4 color cover, with 2 color body		Cover 160gsm with           Body 80gsm		90# index, 20# bond

				Gray shading indicates Obsolete Print Catagories

		Print on Demand By Print Vendor (POD) or Off Set (OS)?

		Use these guidelines to determine if your publication should be print on demand by print vendor (POD)  or if it would be more economical to print ffset/on a press (OS). OS print jobs require an RFQ (Request For Quote) in US. If your job fits into the “Either” category, an RFQ is recommended, but not required. In the US, RA Strategic Sourcing will discourage or reject RFQs for jobs that fall within the POD category. Guidelines differ for black & white and color printing, so be sure to check the correct tables. 
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